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JAPANESE INDUSTRIAL STANDARD JIS

Kitchen Equipments S 1005-1984

1. Scoge

This Japanese Industrial Standard specifies kitchen equipments to be

used in general household, hereinafter referred to as the "kitchen equip-
ments',

Remark: In this Standard the units and numerical values shown in
{ } are in accordance with the International System of
Units (SI).

2. Classification

Kitchen equipments shall be classified as follows (Refer to Fig. 1).
(1)  Sink cabinet(!)
(2) Side cabinet

(3) Gas cabinet

Note (!)  For kitchen equipments there are those (composited)
of one, or two tanks, side cabinet, gas cabinet, and
burner, range, etc. specified in the relevant JIS.

Applicable Standards and Reference Standards: See pages 15, 16 and 17.
Documents
Document Sharing Hub

Copyright by the Japaﬁese Industrial Standards
Sun Sepl04okabet 204thils: JIS S 1005 0


http://www.avadocuments.com/doc/jis-s-1005-0
http://www.avadocuments.com/doc/jis-s-1005-0

STD.JIS S lDUS-ENGL 1995 BE 4933L08 0540457 44T W

2
§ 1005-1984
Fig. 1. One Example of Kitchen Equipment or the Like
Sink Cabinet (One Tank) Sink Cabinet (Two Tanks)

/

j I
Sink Cabinet (ComPOSitE) Side Cabinet Gas Cabinet
—_

3. Name of Each Part

Name of each part of kitchen equipment shall be as shown in Fig. 2.
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Fig. 2. Name of Each Part

Sink Cabinet (Ome Tank)
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Sink Cabinet (Two Tanks)
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Gas Cabinet
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Fig. 2 (Continued)

(one tankfi::ocigiE:f composite) Side cabinet, gas cabinet
Division Neo. ~ Name Division No. Name
1 Back guard 1 Back guard
2 Drip Upper plate(?) 3 Table top
Upper plate(?)
4 Water tank 5 Front edge
5 Front edge 7 End rail
Drain with trap 6 Trap 8 Side plate
7 End rail 9 Back plate
8 Side plate Body 10 Bottom plate
9 Back plate 11 Door
Body 10 Bottom plate 12 Drawer
11 Door 13 Riser
12 Drawer
13 Riser s

Note (?) The upper plate means the member which constitutes the upper surface
of kitchen equipment and is made integral with the body.

Remark: Gas cabinets mainly have no back guard, but there are those with back
guard.

4. Quality
4.1 The finishing of products shall be good.,

Further, it shall be free from defects such as cracking, incomplete
welding, etc.

4.2  The surface work finishing of upper plate shall be smooth and free
from remarkable uniformity in glossiness.

4.3 Painted surface shall be uniform in glossiness and colour tone,
free from defects such as unevenness, sagging, pinholes, etc., and, smooth.

4.4 The product after completion shall have no odor giving remarkable
discomfort, and the safety at the time of use, be taken into consideration
so that harmful gas to human body is not generated. ’

4.5 In the case where heat appliances such as burner, range, etc. are
assembled in the sink cabinet, these shall comply with the references
specified in JIS relating to the appliances and in relating laws and
regulations. :

4.6 The performance of kitchen equipment shall be tested according to

the method specified in 9. Tests, and, comply with the specifications of
Table 1. :
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Table 1. Performance
Applicable
Item Performance item of
test method
Each member shall be free from rupture, remarkable
Rigidit deformation, and each splicing part, from rupture, 9.1
g ¥ loosening, etc. Further, deformation shall be not °
more.than 10 mm.
Strength of The drawer shall be free from rupture, the drawing-
draweg out and pressing-in forces, within 10 kgf{98.1 N} and 9.2
the sliding, smooth.
Opening and The remaining deflection amount shall be not more
osine of doors | than 3 mm per 450 mm in width, and, free from inter- 9.3
8 ference to use,
Strength of The maximum remaining deflection amount shall be not 9.4
upper plate more than 3 mm, : *
Strength of body The maximum remaining deflection amount shall be not 9.5
bottom part more than 3 mm, *
Water filling To be free from water leak and remarkable 9.6
property deformation. :
Drain property The drain shall be completed within 60 sec. 9.7 P
Adhesion Peeling-off of coating shall be within three pieces,
Coat- <
ing Seratch The pencil scratch value of coating shall be not
of hardness less than pencil density symbol H. 9.8
metal -
part | Rust Blister and rust shall not be confirmed at the
prevention outside parts of 3 mm at both sides of flaw.
Heat To be free from crazin eeling off, ete
resistance g P 8 ’ *
Adhesion To be free from crazing, peeling off, etc.
Enam- | Acid Change in colour or streak mark shall not remain
el resistance & . 9.9
Alkali .
resistance Change in colour or streak mark shall not remain.
Abrasion To be free from abrasive flaws
resistance -
Quality of coating shall be uniform and free from
Coating defects harmful to use.
Anodic| Thickness Cut of Table 3 of JIS H 8601, the upper plate shall
oxida-| of coating be not less than 9, and the body, not less than 6.
tion 9.10
coat- | Corrosion Out of Table &4 of JIS H 8601, it shall be not less
ing resistance than KL 2.
Wear Out of Table 5 of JIS H 8601, it shall be not less
resistance than R 2.

Structure and Working

The structure and working of kitchen equipment shall be as follows:

(1)

the working, be secure.
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The structure shall have sufficient strength and stability, and
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