STD.JIS § 1017-ENGL 1994 EE 4333L0A 0540498 3T2 WM

JAPANESE

-

UDC 884.4::620.1

This standard was revised in 2, 1994

INDUSTRIAL STANDARD

General Rule for Test Method of Furniture

\JIS S 1017-1983

This copy is an English version of Japanese

Industrial Standard prepared by Japanese
Standards Association, the copyright halder.

Any further reproduction without permission
is prohibited.

} In the event of any doubt arising, the original '
\ standard in Japanest is to be evidence

————————

Japanese

Translation without guarantee

Translated
by

Standards Association

—

1-24, Akasaka 4, Minato-ku
Tokyo 107 Japan

© IJSA, 1984

Documents


http://www.avadocuments.com/doc/jis-s-1017-1983-1994
http://www.avadocuments.com/doc/jis-s-1017-1983-1994

STD.JIS S 30L7-ENGL 1994 B 4933kL02 05404499 239 M

This English translation is prepared at the expense of
Japan External Trade Organization (JETRO).

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/jis-s-1017-1983-1994
http://www.avadocuments.com/doc/jis-s-1017-1983-1994

STD.JIS S 1027-ENGL 1994 Em H933L0OB 0540500 aaD MR
UDC 684.4::620.1

JAPANESE STANDARDSE ASSOCIATION

JAPANESE INDUSTRIAL STANDARD
General Rule for Test Method of Furniture JIS

S 1017-1983

1. Scope

This Japanese Industrial Standard specifies the general matters

for periormance tests of furnitures specified in the Japanese Industrial
Standards.

Remark: The units and numerical values given in { } in this
standard are in accordance with the Internmational System

of Units (S1), and are appended for reference.

2, Performance ltems

The performance classification concerning the performance tests

of furnitures shall conform to Table 1.

Table 1. Performance Classification

Required ) L.
Performance Performance item Significance of performance item
No falling down shall be caused due
Stability to earthquake, vibration and other
external forces.
Toxic propert Surface materials {(paints and the
,p perty like) shall have no toxic character.
.. Neither catching of clothings by
Injurious . ;.
Safety ropert protrusion and corner, nor injury
property on human body shall be caused.
. . It shall withstand fire, and shall
t -
Fire resistance be non-inflammable.
Smoke-emission No smoke shall be generated due to
property combustion.
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