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JAPANESE INDUSTRIAL STANDARD JIS
Office Furniture - Wooden Desks and Tables S 1023-1989

1. Scope

This Japanese Industrial Standard specified the office furniture-wooden desks and tables, hereinafter
referred to as the "desks and tables".

Remarks 1. Herein desks and tables mean those constructed of combination of main constructuring
members shown in 2. and of which top boards are made of wood or wooden material.

2. Inthis Standard the units and numerical values shown in { } are in accordance with con-
ventional units and are Standard values.

2. Definitions
For the purposes of this Standard, following definitions apply:
(1) topboard The member to be used as the working surface.
(2) wing Mainly the storage or storage members in combination of legs.
(3) leg The member to support the top board, storage part, etc.
(4) drawer The part having the purpose of storage.
(5) parting panel The member for holding the top board of desk, table, etc. and for parting compart-

ment.
(6) shelf-board unit Parts of shelf board to be attached at upper part of desk and table.
3. Quality
3.1 Appearance The appearance shall be as follows:

(1) The finishing of appearance is workman like and free from remarkable defects such as flaws,
warps, run-out of joint parts, etc.

(2) There are not sharp protrusions, and fine splits at the parts to contact with human body and
clothes.

(3) The painted surfaces are uniform in lustre, and colour tone and free from uneven painting, sagging,
etc. }

32 Performance The performance shall be subjected to the test specified in 7. and, comply with
specifications of Table 1.

Applicable Standards and Reference Standard: See page 14.
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Table 1. Performance
Item Performance Test item
Stability() Not to overturn 7.5
. 2 To be not more than 0.4 % and, free from rupture
Vertical load(") and deformation harmful to use 76 (1)
. The displacement is not more than 10 mm and is
Horizontal load free from rupture and deformation harmful to use 76(2)
Deflectjon of shelf To be not more than 0.5 % and, free from rupture 76 (3)
board( and deformation harmful to use )
Supporting device of To be free from rupture, deformation, and run-out 7.6 (4)
shelf board(3) harmful to use :
Strength - -

Door (4) The lowering amount is not more than 3 mm and 76 (5)

free from rupture, and deformation harmful to use :
Attaching of bottpm To be free from rupture, deformation and run-out

7.6 (6)
board of drawer(”) harmful to use
. - The displacement amount is not more than 15 mm,

Attaching part of fixing and to be free from rupture, deformation, and 7.6 (7)

unit of desk run-out harmful to use

. To be free from rupture; deformation, run-out
Handle attaching part harmful to use 7.6 (8)

. . The drawing-out force and press-in force are not
Opening-and-closing endurance more than 49 N {5.0 kgf}, and to be free from 7.7

5

for drawer(’) rupture and deformation harmful to use
Impact resistance of parting panel ’tl;oulzg free from rupture and deformation harmful 78

Surface resistance against

ordinary temperature To be not less than Grade 3 specified in JIS A 1531 79.1

fluid -~

Adhesion of wooden-part .
Surface painting film P To be free from peeling-off 7.9.2
treatment -

Adhesion of metallic-part| To be free from peeling-off 793

painting film 9.

Metallic-part rust Blistering and rust are not confirmed at outside of 794

prevention 3 mm at both side of flaw o
fncgistance Insulation resistance To be not less than 1 MQ 7.10.1 -
withstand . ’
voltage(®) | Withstand voltage To be endurable 7.10.2 -

Notes (1) This does not apply to desk and table to which parting panel is attached to side desk, side face
part or back face part, or the desk and table to be fixed to floor or wall.

(2) This does not apply to desk and table of integral structure with parting panel.

(3) This does not apply to shelf made of glass.

(4) This does not apply to glass door and decorative small door.

(5) This does not apply to the drawer having internal volume of not more than 1 dm>,

(6_) This does not apply to the case where the electric appliance and wiring materials are not assembled.

Remark: In cases where the corresponding member or part does not exist the corresponding item is not ap-
plied.
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4.  Structure

The structure shall be as follows. However, in cases where the corresponding member or part does not
exist the corresponding item is not applied.

(1) The structure is such that after assembling, defects such as cracks, out of order, etc. are difficult to
be caused.

(2) Each constructing member is free from remarkable defects such as cracks, deformation, vermicula-
tion, etc.

(3) Where the member is made of flash structure, it is made of such structure that the twisting, uneven-
ness, etc. are difficult to be generated.

(4) The adhesion parts are so adequately adhered that no peeling-off is generated.

(5) In cases where it is assembled by using screws and other metal fittings, the structure is such that
loosening is not generated at connecting part.

(6) The shelf boards are attached according to such method that these are not drawn-off easily during
using,

Further, the detachable parts and members are of such structure that these are able to be fixed
securely.

“(7) The opening and closing of doors and drawers are smooth and the operation is easy.

(8) Drawers are so attached with stoppers and the like that these are not drawn off easily at the time of
drawing out.

(9) The actuation of keys are smooth and attached securely.

(10) Where adjusters and casters are attached to legs, these are strong, free from clattering, drawing
off, etc., and actuate smoothly.

(11) The appliances and wiring materials to be built-in are complied with the ministerial ordinance

specifying the engineering reference of electrical goods based on the Electrical Appliance and
Material Control Law.

5.  Dimensions

5.1 Dimensions o Manufacturing

5.11 Modular Nominal Dimensions The modular nominal dimensions, taking the maximum projec-

tion dimensions of products in frontage direction (W) and depth direction (D) (Refer to Fig. 1) as the refer-
ence, shall be as given in Table 2.

Documents

Document Sharing Hub

FullFdocumentdetails: JIS S 1023-1989 {1995) - T


http://www.avadocuments.com/doc/jis-s-1023-1989-1995
http://www.avadocuments.com/doc/jis-s-1023-1989-1995

