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1. Scope

This Japanese Industrial Standard specifies the steel racks, herein-
after referred to as the "racks", to be used mainly for office works and
business.

2. Classification

The classification of racks are shown in Table 1 according to their
uses.

Table 1

Clasgification Uses

Class 1 The rack capable of enduring weight of goods of
150 kg per one sheet of shelf.

Class 2 The rack caﬁable of enduring weight of goods of
s 200 kg per one sheet of shelf.

Class 3 The rack capable of enduring weight of goods of
250 kg per one sheet of shelf. :

3. Modular Nominal Dimension

3.1 The modular nominal dimension shall be expressed by frontage
direction, depth direction and height direction are shown in Fig. 1

Further, concerning the depth direction, the dimension shall be 300,
450 or 600 mm.

Applicable Standards:
JIS G 3101-Rolled Steel for General Structure
JIS G 3131-Hot-rolled Mild Steel Plates, Sheets and Strip
JIS G 3141-Cold Rolled Carbon Steel Sheets and Strip
JIS G 3350-Light Gauge Steels for General Structure
JIS H 8610—El;ctroplated Coatings of Zinc on Iron and Steel
JIS H 8617-Electroplated Coatings of Nickel and Chromium
JIS K 5652-Aminoalkyd Resin Enamel

JIS Z 1522-Pressure Sensitive Adhesive Cellophane Tapes
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Fig., 1
Unit: mm

Frontage direction
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3.2 The modular nominal dimension shall indicate the distance correspond-
ing to opposite two faces forming the maximum outer profile.

3.3 The actual dimension of rack shall be less than the modular nominal
dimension.

3.4 The tolerances (g + ¢) to modular nominal dimension of rack are
shown in Table 2. Provided that ¢ is the tolerance of combination and : is
the manufacturing tolerance.

Documents

Document Sharing Hub

Copyright by the Japenese Industrial Standards
Sun Sep! 04 okB:00:25t 20thils: JIS S 1040 0


http://www.avadocuments.com/doc/jis-s-1040-0
http://www.avadocuments.com/doc/jis-s-1040-0

