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JAPANESE INDUSTRIAL STANDARD JIS

School Furniture - S 1073-1980
(Tables and Chairs for Library)

1. Scope

This Japanese Industrial Standard specifies the tables and chairs used
for library in primary school, junior high school, senior high school,
etc., hereinafter referred to as the "tables and chairs”.

Remark: The units and numerical values given in { } in this Stand-
ard are in accordance with the International System of

Units (SI), and are appended for informative reference.

2. Classification and Symbols

The classification and symbols of tables and those of chairs shall be
as given in Table 1.

Applicable Standards: See pages 17 and 18.
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Table 1

Reference

I
Applicablei 1 Classification Symbol ; g‘;‘;‘g;’ oz
school division | persons | Plan shape
P og—12 | 1
| 8~16 | 6
For primary school] _ 8—18 I 6 .
(lower classes) B—R—HR) o1 |
e .
; y b
9—18 | 6 /
$—12 | d4ros
8§ —12 4
8—16 6
For primary D—R—HL 8—18 6
school 6—12 4
9—18 6
: /
; —12 406
: Tables for ¢ °
library 8—12 4
8—16 6
f 8—18
For junior
@—R—n
. high school 0—12 4
9—18 6 O
g—12 4to6
8—12 4
8—16 6
For senior . 8—18 6
high school B4l /
9 —12 4
. O
p—12 1toé
For primary schooll R .-
(lower classes) Pt U5
For primary
school Chairs for B—E—17 -
For junior librar -
high school 7 @—[—\F .
For senior .
high school S—=—T
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3. Dimensions
3.1 Tables
3.1.1 The modular nominal dimensions of plan shall be as given in
Table 2.
Table 2
o Unit: mm
rrontage! ]
direc-: i
Symbol Depth™\ tion 1200 [ 1600 1800
direc- (W)
tion (D) ;
! f !
A - 2 !
i
(h-z-4 | N | i
A Ta-in -
Ere-#n SIS e
. ¥ rd
@~z - 1 |
>
S 12
3.1.2 The heights shall be as given in Table 3.
Table 3 Unit: mm
Applicable school .
division ﬁzgogil?igzer For primary | For junior For senior
Part classes) school high school | high school
position :
Height of table 520 580 640 700

3.1.3 Dimensions of each part shall satisfy the conditions of Fig.

Fig. 2 and Table 4.
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Fig. 1. Plan
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Fig. 2. Section
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Range of attaching footrests
and structural members

Table 4
Unit: mm
Applicable school
division ig;ogiiﬁorywt For primary For junior | For senior
Division classes) school high school high school
1156} . 100
H In accordance with Table 23
H, 420 min. 480 min. " 540 min. 600 min.
Ha ; Within 270
H . Within 110
D 250 min.
D. 250 min.
Ds 220 min.

3.2 Chairs
3.2.1 The dimensions shall be specified concerning the parts shown in

Fig. 3 and dimension of each part, be as given in Table 5.
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Fig. 3
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The seat position reference point means the point to be the
reference for measuring height, depth and width of seat

face, and corresponds approximately to the middle point of
connection of right and left hipbone nodes in posture of
seating position, and in this Standard it shall be obtained
according to ¢ shown in Table 5.

Table 5 v :
nit: mm
Part position . c ( e
a b d Distance of

Appli- (Height of | (Height of ggfigcgive (Width of seat position
cable seat face) | backrest segt face) | Seat face) reference
school division point) : point)(2)
For primary school 300 200 295 340 min 80
(lower classes) ’
For primary school 340 220 330 340 min. 85
For junior high school 380 | 240 365 360 min. 90
For senior high school 420 | 260 400 360 min. 95

Note (2)

The distance of seat position reference point means the

distance between the seat position reference point(l) and the
vertical line drawn from the centre of backrest down to the

bottom

face,

3.2.2 The shape and dimensions of seat face and backrest in front
intermediate section shall be as given in Fig. 4.
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