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@ JAPANESE INDUSTRIAL STANDARD JIS

Household rubber gloves S 2042-1994

1.  Scope This Japanese Industrial Standard specifies the gloves made of

natural rubber (hereafter referred to as “gloves”) mainly used for general house-
work and gardening at home.

Remarks: The following standards are cited in this Standard:

JIS K 6250 General rules of physical testing methods for rub-
ber, vulcanized or thermoplastic

JIS K 6251 Tensile testing methods for vulcanized rubber

JIS K 6257 Accelerated aging test methods for vulcanized rub-
ber

JIS K 6258 Testing methods of the effect of liquids for vulca-
nized rubber

JIS Z 8401 Rules for rounding off of numerical values

2. Classification The gloves are classified as given in Table 1 according to
their thickness.

Table 1. Classification

Unit: mm
Classification Thickness
Extra-thin Thinner than 0.2
Thin 0.2 min.
Medium thick 0.35 min,
Thick 0.45 min,

3.  Quality

3.1 Appearance The gloves shall conform to the following requirements in
appearance.

(1)  Shape and thickness are all uniform.

(2)  There shall be no defects detrimental to service such as scratch, void, spot,
stain, etc.

(3)  When inflated, it does not show remarkable one-sided expansion.

(4)  Flocking is uniform if it is processed by flocking.

3.2  Performance The performance of gloves shall be in compliance with Table 2
when tested in accordance with 6.3 to 6.5.
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