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1. Scope

JAPANESE INDUSTRIAL STANDARD

UDC 678. 517. 6: 678. 744. 33: 678. 673:
678. 742. 2: 678. 742. 3: 678. 746. 222

JIS

Plastics canteen S 2044-1995

This Japanese Industrial Standard specifies plastics canteen equip-

ped with strap suspended by shoulder or a hanger and without heat insulating
mechanism to carry drinking water or the like with man in general (hereafter
referred to as "canteens”). Canteens for refrigerator, however, are excluded from

this Standard.

Remarks :

2. Definitions

3. Classification

The following standards are cited in this Standard:

JIS A 1415 Recommended practice for accelerated artificial
exposure of plastics building materials

JIS B 7507 Vernier, dial and digital callipers

JIS K 6717 Polymethyl methacrylate moulding materials

JIS K 6719 Polycarbonate moulding materials

JIS K 6747 Polypropylene moulding materials

JIS K 6748 Polyethylene moulding materials

JIS K 6870 Polystyrene moulding materials

JIS K 6900 Plastics — Vocabulary (ISO 472: 1988)

JIS L 0848 Testing method for colour fastness to perspiration

JIS S 2029 Plastic table wares

JIS Z 8401 Rules for rounding off of numerical values

For the purpose of this Standard, the significant definitions
are as given in JIS K 6900.

Canteens are classified, according to their nominal capaci-

ties, into 400 ml, 450 ml, 500 ml, 550 ml, 600 ml, 650 ml, 700 ml, 750 ml, 800 ml,
900 ml, 1.0/, 1.1/ and 1.2 L.
4. Name of principal parts The name of principal parts of canteens are as
given in Fig. 1.
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