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1. Scope

JAPANESE INDUSTRIAL STANDARD

Plastics food receptacles

JIS Sx2047 95 M@ 4933b08 05254L3 433 WA

UDC 642. 738: 678. 744. 33: 678. 673:
678. 742: 678. 746. 22

JIS

S 2047-1995
with lids for table use

This Japanese Industrial Standard specifies plastics food recep-

tacles with lids for table use (hereafter referred to as "receptacles”). However,
receptacles which are coated, to be used temporarily and specified in JIS S 2029

and JIS S 2033 are excluded.

Remarks : The following standards are cited in this Standard:

2. Definitions

(1)

JIS A 1415 Recommended practice for accelerated artificial
exposure of plastics building materials

JIS B 1501 Steel balls for ball bearings

JIS K 6717 Polymethyl methacrylate moulding materials

JIS K 6719 Polycarbonate moulding materials

JIS K 6747 Polypropylene moulding materials

JIS K 6748 Polyethylene moulding materials

JIS K 6870 Polystyrene moulding materials

JIS K 6900 Plastics — Vocabulary (ISO 472: 1988)

JIS K 6915 Phenolic molding compounds

JIS K 6917 Melamine-formaldehyde molding compounds

JIS K 6919 Liquid unsaturated polyester resin for fiber
reinforced plastics

JIS L 0804 Grey scale for assessing change in colour

JIS S 2029 Plastic table wares

JIS S 2033 Plastics food receptacles for microwave oven use

JIS Z 8703 Standard atmospheric conditions for testing

For the purpose of this Standard, the definitions given in JIS
K 6900 and the following definitions apply:

sealed receptacles

The receptacles of such structure that the liquid does

not easily run out when they are transported.

- (2)

synthetic resin composite material

The material which is composed of

the synthetic resin as base material and of inorganic or organic dispersing
agents (such as talcum powder, calcium carbonate powder, glass fiber,
wooden powder) in order to improve physical properties.

8. (Classification  Classification of receptacles shall be as follows:

(1) Sealed receptacle This is applied to those of 3.0 [ or less, and classified

into the following three kinds according to sealing structure.
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