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JAPANESE INDUSTRIAL STANDARD JIS

Method of Internal Pressure Test S 2302-1989
for Carbonated Beverage Bottles

l.  Scope

This Japanese Industrial Standard specifies the method of internal pressure
test for carbonated beverage bottles.

Remark: The units and numerical values given in { } in this Standard are
based on the traditional unit system and are currently the criteria
in force.

2. Classification
The methods shall be classified as follows:
(1) Stepwise pressurizing method
(a) Acceptance test (!)

Note (') The acceptance test is also called pass test.

(b) Progressive test
(2) Constant speed pressurizing method

3. Stepwise Pressuriz Method

3.1 t The equipment shall be as shown in Attached Figure, and shall
meet the o conditions.

(1) The equipment shall be of structure for making measurements by means

of hydraulic pressure and the tolerances on its pressure shall be * 0.049
MPa {* 0.5 kgf/cm?2).

(2) The rate of pressure increase shall be at least 1.08 MPa {11 kgf/cm2)
per s.

(3) Intervals of perssure level shall be not more than 0.20 MPa {2 kgf/cm?)
for pressure level 3.14 MPa {32 kgf/cm?} or under and not more than
0.39 MPa {4 kgf/cm2)} for pressure level 3.14 MPa {32 kgf/cm2)} or under.

(4) The holding time at each pressure level shall be not less than 2 s
constantly.

Remark: Setting of pressure level and test pressure holding time shall
be on the basis of 1 min. However, the converted pressure and
holding time specified in the following Table may be used.
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