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UDC 672.822
JAPANESE INDUSTRIAIL STANDARD JIS
@ Hand Sewing Needles S 3008-1981
1. Scope

This Japanese Industrial Standard specifies the hand sewing needles,
hereinafter referred to as the "needles”.

2, Classification

Needles shall be classified as shown in Table 1.

Table 1

Classification Class

For Japanese- | Silk cloth needle, pongee needle,
style sewing | gassed cloth needle, cotton cloth

Ordinary needle
(common)
needles | For foreign- | Western dressmaking needle,

style sewing | western dress—making long needles

Needle for French embroidery,

Special needles marking needle for woolen yarn

3. Quality

3.1 Needles shall be free from deformed eye, broken point, rust, flaws,
etc L d

3.2 The outside surfaces of a needle and the inside of the eye shall be
smooth and sheeny and the finish shall be adequate.

3.3 The eye shall be situated exactly on the axis of the needle and its
width shall be 2/5 or over of the needle diameter. '

3.4 The warp, when measured in accordance with 6.2, shall be within 1/50
of the needle length.

3.5 Needles shall have adequate elasticity and, when put to a bending
test specified in 6.3, shall show the clamped angle within the range 80° to
163°C.

In the above case, the shattered surface shall present a formation fine
in particle size, nearly uniformly increasing in hardness starting from the
periphery towards the centre.

Applicable Standards:
JIS B 7502-Micrometer Callipers for External Measurement
JIS B 7507-Vernier Callipers
JIS G 3505-Low Carbon Steel Wire Rods Documents
JIS G 3506-High Carbon Steel Wire Rods Document Sharing Hub
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