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JAPANESE INDUSTRIAL STANDARD JIS

Rubberised Fabric Products S 4008-1986

1.  Scope

This Japanese Industrial Standard specifies the rubberised fabric products. However, hand
laying rubberised fabric products are excepted.

Remark: The units and numerical values given in { } in this Standard are based on the
traditional units and are currently the criteria in force.

2. Classification

Rubberised fabric products shall be classified as given in Table 1 according to the use and
shape thereof.

Table 1

Class Remark

. Work, general, and leisure one-piece dress form (coat, stopgap),
Raincoats : .
two-piece dress form, trouser cover, skirt cover, poncho, etc.

Aprons Work apron or the like. However, operating apron is excepted.

Miscellaneous goods Bags 'and pouches such as bag for wet fabric, handbag, pouch for
wash implements, etc.

3. Quality

3.1 Appearance For the appearance of rubberised fabric products, the shape shall be well-
proportioned and the products shall conform to the following respective items.

(1) The products shall be free from stitch discrepancy.

(2) The products shall be free from omission of accessories such as an eyelet, a snap, a
face fastener, etc. and other defects similar thereto.

(3) The products shall be free from cracking, tacky adhesion, soil, and other defects likely
to impair the appearance.

(4) The products shall be free from flaws, stitch skip, stitch miss, peeling of bonded part,
and other defects harmful to use. :

3.2 Performance The performance of rubberised fabric products, when subjected to the tests
specified in 5., shall conform to the requirements specified in Table 2.

Applicable Standards:
JIS K 6328-Rubber Coated Fabrics
~ JIS L 0103-General Rule on Sizing Systems and Designation for Clothes
JIS L 0805-Grey Scale for Assessing Staining
JIS L. 0849-Testing Method for Colour Fastness to Rubbing
JIS Z 8401-Rules for Rounding off of Numerical Values
JIS Z 8703-Standard Atmospheric Conditions for Testing
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