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JAPANESE INDUSTRIAL STANDARD JIS

Buttons for dress-shirts S 4025-1993

1. Scope This Japanese Industrial Standard specifies the buttons made of
the material of unsaturated polyester resin, to be used for white shirt (dress
shirt) (hereafter referred to as "buttons"). The buttons that colored after forming,
however, are exempted.

Remarks: The standards cited in this Standard are as follows:

JIS B 7507 Vernier, dial and digital callipers

JIS K 3302 Laundry bar soaps

JIS K 8180 Hydrochloric acid

JIS K 8230 Hydrogen peroxide

JIS K 8355 Acetic acid

JIS K 8625 Sodium carbonate

JIS L 0801 General principles of testing methods for colour
fastness

JIS L 0803 Standard adjacent fabrics for staining of colour
fastness test

JIS L 0804 Grey scale for assessing change in colour

JIS L. 0805 Grey scale for assessing staining

JIS L. 0821 Apparatus for testing of colour fastness to washing

JIS L 0844 Testing methods for colour fastness to washing and
laundering

JIS L 0856 Testing methods for colour fastness to bleaching
with hypochlorite

JIS Z 8401 Rules for rounding off of numerical values

2. Classification = Buttons shall be classified according to the diameter into

No. 16 and No. 18.

3. Quality

3.1 Appearance The appearance of a button shall be free from crack, chip-
ping, or burr, and remarkable flaw, swelling, or color difference.

3.2 Performance The performance of a button, when tested according to 5.1
to 5.4, shall conform to Table 1.
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