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Jikatabi by cementing process S 5001-1992
1. Scope

This Japanese Industrial Standard specifies the jikatabi by cementing
process (this includes the jikatabi produced by the contact bonding
vulcanization method and hereinafter referred to as the "jikatabi".

Remarks: Applicable standards to this Standard, are as follows:
JIS K 630l-Physical testing method for vulcanized rubber

JIS P 8112-Testing method for bursting strength of paper and
paperboard by Miillen low-pressure tester

JIS P 8131-Testing method for bursting strength of paper and
‘ paperboard by Miillen high-pressure tester

2. Name of each part of jikatabi

The name of each part of jikatabi shall be in accordance with Fig. 1(!)
and Table 1.

Fig. 1.
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Table 1. Name of each part
Number Name Number Name Number Name
@ Outsole o Surface cloth of @ Hook yarn fixing
outside upper part
® Tip of toe part © Surface cloth of @ Covering cloth
of outsole inside upper sewing-on
&) Trampling part L&) Outer covering ® Heel cloth .
of outsole cloth sewing-on
@ Arch part'of @ Inner covering @ Sewing (of the
outsole cloth outside and
inside)
® Heel part of © Heel cloth for ® Upper sewing
outsole outside upper ‘
® Rubber tape ® Heel cloth for ® Heel cloth fixing
inside upper part
@ Rubber (2) of @ Back cloth of @ Clasp fixing part
the outer tip outside upper
of toe
Rubber (2) of ® Back cloth of ® Clasp
the inner tip inside upper
of toe
® Midsole filling ® Insole bottom ® Rear sewing
* cloth
® Insole @ Hook yarn (“)
Notes (!) The figure shows an example. ‘
(3) 1In some cases of the light weight jikatabi, the cloth for
the tip of toe is stuck in place of the rubber of the tip
of toe.
(®) The midsole filling is not required for the jikatabi
produced by the contact bonding vulcanization method.
(*) The hooks made of metal, plastic and the like may be

used in place of the yarn to be hooked.

Copyright by the Japanese Industrial Standards
Mon Sepll03othiRReHT: R@khils: JIS S 50010

Documents



http://www.avadocuments.com/doc/jis-s-5001-0
http://www.avadocuments.com/doc/jis-s-5001-0

