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1. Scope

UDC 685.312.22:685.315.4
JAPANESE INDUSTRIAL STANDARD JIS

High boots S 5005-1992

This Japanese Industrial Standard specifies the high boots whose trumnk,
upper covering and main sole are manufactured by pasting, pressing or injec-
tion moulded rubber or synthetic resin (hereafter referred to as the "high

boots").

Remarks: Applicable standards to this Standard are shown as follows.

JIS B 7507-Vernier Gallipers

JIS

JIS

®

JIS

JIS
JIS

JIS
JIS

2. Definitions

K

K

The definitions

6301-Physical Testing Methods for Vulcanized Rubber
6723-Plasticized Polyvinyl Chloride Compounds
8124-Calcium Chloride (for Drying)

0845-Testing Method for Colour Fastness to Hot Water

8112-Testing Method for Bursting Strength of Paper and
Paperboard by Miillen Low-Pressure Tester

8131-Testing Method for Bursting Strength of Paper and
Paperboard by Miillen High-Pressure Tester

5037-Sizing Systems for Shoes

8401-Rules for Rounding off of Numerical Values

for principal terms used in this standard are as follows:

(1) The high boots shall be those whose height of the trunk is between the
. ankle and the crotch and whose main object lies in waterproof and dust
resisting function.

(2) The names of every part of high boots shall be as following Fig. 1(').

Note (!) The Fig. shows a tentative example.
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Fig. 1. ‘I'

Name No. Name
Main sole @ |Cloth lining
Stamping area of ® |Ornamental tape .
main sole ® |Insole
Arch of main sole ® |Middle filling
Heel of main sole ® [Coating film .
Upper @ |Hollow part
Trunk

3. Classification

The high boots shall be classified into the following four kinds accord-
ing to material and use.

(1) Rubber high boots for general use
(2) Rubber high work boots
(3) Rubber light work high boots (?2)
(4) Soft vinyl high boots for general use )
Notes (%) Rubber light work high boots mean boots to be used chiefly
in working on a farm, such as paddy-field boots and rice-
planter's boots. .
(®) Soft vinyl high boots for general use mean high boots whose
trunk, upper and main sole are made of soft resin and made

by injection moulding.

4. Quality

4.1 Appearance The high boots shall be well-balanced in shape and conform
to the following items:

(1) The glueing in the respective part of main sole, heel, trunk, upper
and others shall be secure and free from such defects as peeling
and floating.

(2)  Lasting shall be absolutely perfect.

(3) The accessories (such as shoelaces, eyelets, clasp and slipping
stopper), shall be firmly attached.
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