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JAPANESE INDUSTRIAL STANDARD JI1S

Mountaineering boots with light outfit S 5035-1992

1. Scope

This Japanese Industrial Standard specifies the boots to be used in
mountaineering with light outfit (hereinafter, referred to as the "mountaineering

: boots with light outfit"), of which the rubber sole is glued or vilcanized under
. pressure to the upper cloth.

Remarks: Applicable standards to this standard are as follows.

JIS K 6301-Physical Testing Methods for Vulcanized Rubber
JIS L 0849-Testing Method for Colour Fastness to Rubbing

JIS P 8112-Testing Method for Bursting Strength of Paper and
Paperboard by Mitllen Low-Pressure Tester

JIS P 8131-Testing Method for Bursting Strength of Paper and
Paperboard by Milllen High-Pressure Tester

JIS Z 8401-Rules for Rounding off of Numerical Values

2. Quality

2.1

Appearance  Mountaineering boots with light outfit shall conform to the

following provisions.

(1)

(2)

. (3)

(4)
(5)

(6)
- (7)

-t

(8)

The close adhesion of the bonded part or cemented part of sole tape
and others shall be excellent and free from defects such as rubber
separation, rubber float, etc.

Sewing of the upper cloth shall be excellent and free from defects such
as skipped stitches, displaced seams, etc.

Drawing shall be perfect.
Fitting of accessories shall be secure.

Under sewing of moon-shaped lining shall reach the back surface of
insoles sufficiently.

No sulfur shall be deposited on the surface of rubber.

Mountaineering boots with light outfit shall be free from flaws, cracks,
bubbles, mixture of foreign matter, and other defects similar thereto
which are detrimental to use.

Mountaineering boots with light outfit shall be free from spots, stains,

unclear patterns, and other defects which are apt to mar the appearance
greatly,
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