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. JAPANESE INDUSTRIAL STANDARD JIS
Testing methods of foxing tape separation for S 5036-1992
canvas shoes
1. Scope

This Japanese Industrial Standard specifies the testing methods of foxing
tape separation for canvas shoes to be used generally.

Remarks: Applicable standards to this Standard are as follows.
JIS K 6301-Physical Testing Methods for Vulcanized Rubber
JIS S 5037-Sizing Systems for Shoes
2, Test items
. The test items shall be the following two items.
(1) Test for separation of tape
(2) Flexing test

3. General conditions

3.1 Standard state of test place The standard state of a test place shall
be, as a rule, 9 +10 °C temperature and (65 ¢ 20) % relative humidity, and the test
temperature and thd test humidity shall be recorded on the test results.

3.2 Standard state of sample The sample shall be, as a rule, that for which
24 h or longer has elapsed after vulcanizing or after completion of forming, which
shall be placed for 1 h or longer prior to a test at a test place of the standard
state.

4, Testing method

. . 4.1 Test for separation of tape The testing method of foxing tape separation
for canvas shoes is performed in order to test the strength of adhesion by separat-
ing the foxing tape(!) of the canvas shoes from the canvas layer at a specific
speed.

Note (!) The foxing tape herein shall be positioned at a place higher than
the insole surface, and shall include a part covering the lower
peripheral circular part of the upper cloth.

(1) Shape and dimensions of test piece  The shape of a test piece shall
be the strip test piece as shown in Fig. 1.

Further, the dimensions of the test piece shall be 12 mm or over width
and approx. 100 mm length, and the width of the tape to be separated
shall be 10 + 0.5 mm. However, for the narrow width tape, the test
piece shall be 7 mm or over wide and approx. 100 mm long, and the width
of the tape to be separated shall be 5 + 0.5 mm.
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