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1. Scope This Japanese Industrial Standard specifies the chalk () made of
calcined plaster and of calcium carbonate to be used on such as a blackboard
(hereafter referred to as "chalk").

Note () Including those processed on their surfaces.
Remarks: The following standards are cited in this Standard:
JIS B 7507 Vernier, dial and digital callipers
JIS G 3522 Piano wires

JIS K 0121 General rules for atomic absorption spectrochemical
analysis

JIS K 8180 Hydrochloric acid

JIS R 9111 Plaster of Paris mold for pottery

JIS Z 8401 Rules for rounding off of numerical values
JIS Z 8801 Test sieves

2. Classification Chalks are classified as shown in Table 1 according to the
materials and shapes.

Table 1. Classification

Division according Division according Informative reference

to materials to shapes

Calcined plaster- Circular cone The chalk made in such a manner that an

made . . appropriate amount of water is added to the
Circular cylinder calcined plaster (2) and stirred up to be made to

muddy material which is poured into mould

Hexagonal cone and, after curing and releasing, and finally

Hexagonal prism dried.
Calcium carbonate- | Circular cylinder The chalk made in such a manner that an
made appropriate amount of caking additive and
Hexagonal prism water are added to the calcium carbonate to be

kneaded and formed in a state of rod by using
an extruder and the like and cut in a specified
length, and finally dried (3).

Notes (?) The material for calcined plaster which is grade B specified in
JIS R 9111 or equivalent or superior to in quality shall be used.

(3) Chalk made of calcium carbonate contains calcium carbonate
90 % or more.

3. Quality The quality of chalk shall conform to the following requiremehts:

(1) Flaws or stains impairing the surface appearance of the chalk are little.

(2) Being composed of fine and uniform particles and containing no solid
particle matter.
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