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1. Scope

This Japanese Industrial Standard specifies pen for fountain pens,
hereinafter referred to as the "pens".

Remark: The units and numerical values shown in braces { } in this
Standard are based on the International System of Units
(SI). -

2. Classification

Pens shall be classified as shown in Table according to their mater-
ials.

Table

Class Material

Pens made of 14~karét‘or higher gold grade, having an
Class 1 | abrasion-resistant alloy containing iridosmine or a
‘ platinum group metal deposited at ‘their ends.

Péns made of an acid-resistant alloy [SUS 316, SUS 316 L,
SUS 316 J 1 or SUS 316 J 1 L specified in JIS G 4305] or
an alloy equal or superior thereto in performance, or such

Class 2 alloys treated by plating, having an abrasion-resistant
alloy containing iridosmine or a platinum group metal
deposited at their ends.

3.  Quality Pens shall meet the following requirements:

(1) Pens shall be free from such defects as cuts degrading the ap-
pearance, warp, and globular blowholes, and be almost uniformly
split,

(2) . The tip shall have a slit aperture of within 0.03 mm and be free
. from sharp cormers.

Applicable Standards:
JIS G 4305-Cold Rolled Stainless Steel Plates and Sheets
JIS M 8115-Determination of Gold and Silver in Crude Bullion
JIS P 3201-Writing Paper A

JIS Z 8401-Rules for Rounding off of Numerical Values
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