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UDC 686.865.3
JAPANESE INDUSTRIAL STANDARD JIS

Paper Punches S 6041-1982
(Reaffirmed: 1987)

1. Scope

This Japanese Industrial Standard specifies 2-hole fixed-pitch type
paper punches used for punching cards and slips for filing them in business
offices, schools, and the like, hereinafter referred to as the "punches".
However, punches with depth adjuster, electric motor-driven punches, and
punches with lateral positioning gauge are excluded.

2. Classification

Punches shall be classified as shown in Table 1 by their insertion
aperture dimensions.

Table 1
Insertion aperture Standard number of
Class , .
dimension mm punched newspaper sheets

P- 8 0.7 to 1.2 8
P-15 1.3 to 2.2 15
P-25 2.3 to 3.4 25
P-35 3.5 min. 35

Remark: The insertion aperture dimension means the dis-
tance between the highest part of the punching
hole base and the frame.

3. Material
The main material used for punches shall be the steel sheet Class 1
(SPCC) specified in JIS G 3141, the gray iron casting Class 3 (FC 20) spec-

ified in JIS G 5501, or a material equal or superior thereto in quality.

The material used for the blade shall be the carbon steel S 45 C spec-
ified in JIS G 4051 or a material equal or superior thereto in quality. -

Applicable Standards:
JIS G 3141~-Cold Rolled Carbon Steel Sheets and Strip
JIS G 4051~Carbon Steels for Machine Structural Use
JIS G 5501-Gray Iron Castings
JIS H 8617-Electroplated Coatings of Nickel and Chromium

JIS K 5400-Testing Methods for Organic Coatings ' Documents
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