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1. Scope

This Japanese Industrial Standard specifies the electric pencil sharpeners which are so con-
structed that pencils can be sharpened by an electric motor (hereafter referred to as the
"sharpeners'). However, the pencil sharpeners of rechargeable type and of dry cell type are
excluded.

Remark: The units and numerical values in { } in this Standard are based on the Interna-
tional System of Units (SI) and are appended for informative reference.

2. Definitions
For the purposes of this Standard, the following principal definitions apply:
(1) waste case A vessel which receives the shavings of pencils.

(2) cutter holder The frame to which the cutter is attached and which is connected with an
electric motor directly or indirectly.

(3) sharpening angle The angle formed at the tip of a pencil when the pencil is sharpened.

(4) tip thickness The diameter of the tip of lead when a pencil is sharpened.
3, Rated Voltage and Rated Frequency

The rated voltage of sharpeners shall be single-phase 100 V and the rated frequency shall be
50 Hz and 60 Hz. However, if especially specified, the specification shall be followed.

4. Quality
The quality of sharpener shall satisfy the following requirements:

(1) The machining shall be good, and the fitting and setting of each part shall be ap-
propriate and sure.

(2) The number of half sharpened pencils shall be few,
(3) The rotation shall be smooth.

(4) The time necessary for completion of sharpening, as the result of the test of 6.2 (2), shall
be within 8 s.

(5) The sharpening angle, as the results of the test of 6.2 (3), shall be 13 to 20 degrees.

(6) After the sharpening, the tip thickness of lead, as the result of the test of 6.2 (1), shall
be not more than 0.6 mm. If the sharpener is equipped with a control device the said
thickness means that when the device is set to a position where the finest sharpening is
possible.

(7) The mechanical strength of the Body and the components, as the results of the tests of
6.2 (4) and 6.2 (5), shall comply with the provisions of Electric Appliance and Material
Control Law.

Applicable Standards:
JIS C 3306-Polyvinyl Chloride Insulated Flexible Cords
JIS C 8303-Plugs and Receptacles for Domestic and Similar General Use
JIS S 6006 -Pencils and Coloured Pencils
JIS Z 8401-Rules for Rounding off of Numerical Values
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