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3.3 Classification by Ink Color Ink colors shall be black, blue, red and
green in principle,

4. Quality

4.1 Structure, Shapes and Dimensions The structure, shapes and
dimensions shall satisfy the following re quirements..

(1) The shape and dimensions of standard type refill shall comply with
the attached Figure.

(2) The ink absorber and feeder shall be of such structure that ink

flows out adequately at writing and does not leak in the course of
storing.

(3) Structures of point assembly shall comply with (3) and (4) of 4.1
of JIS S 6053.

4.2 Appearance Each part shall fit properly and no such remarkable
defects, bend, etc. shall exist as are injurious to the appearance of refills.

4.3 Other Qualities Other qualities shall comply with 4.3 to 4.8 of JIS
S 6053. T

5. Material

The materials used shall comply with 5. of JIS S 6053.
6. Test Method

6.1 Test Conditions Test conditions shall be in accordance with 6.1 of
JIS § 6053. However, in the writing test, use a jig or casing which is
capable of fixing refills or a holder for securing a refill.

6.2 Test Procedure The test shall be carried out in accordance with
6.2 to 6.9 of JIS S 6053.

7. Insgection

Each product shall be inspected to confirm whether or not it complies

with each item specified in 4. However, a reasonable sampling method may
be used instead.

8. Marking
8.1 Refill Each of the following items shall be marked on the refill.
(1) Letters of "water-based ink" (1)

(2) Ink color. However, the ink color may be indicated by partially
coloring the refill in the same color as the ink.

(3) Classification by ball diameter or code or else ball diameter itself(?)
(9 Type code

(5) Year and month of manufacture or its abbreviation(?)
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