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JAPANESE INDUSTRIAL STANDARD JIS
' Table tennis tables S 7008-1991

1. Scope

This Japanese Industrial Standard specifies table tennis tables having a wooden or similar
top board. However, except those for organized competition.

Remarks: Applicable Standards to this Standard are shown in the following,.
JIS B 7507-Vernier Callipers
. JIS B 7512-Steel Tape Measures
fe JIS B 7516-Metal Rules
JIS K 6701-Celluloid Base
JIS Z 8401-Rules for Rounding off of Numerical Values

2. Name of each part

Name of each part of table tennis table shall be as shown in Fig. 1.
' , Fig. 1. Name of each part

No. Name Remark
1 Top board | The member composing the court to carry out table tennis
2 Leg The member supporting the top board

o 3. Quality
The quality of table tennis table shall comply with the following items.

(1) The upper surface of top board is flat, smooth, and free from defects such as torsion,
flaw, etc. harmful to use, and the camber of top board, when tested according to 6.4, is
not more than 8 mm.

(2) The painting is coated uniformly, and free from defects harmful to use such as remark-
able pinholes, flaws, uneven painting, etc.

(3) Each part has sufficient strength for use, and as to the horizontal loading strength, when
tested according to 6.5, the deviation of 15 mm or more is not generated.

(4) As to the stability of the table tennis table, when tested according to 6.6, the table tennis
table does not move.

(5) As to the load resistance of the top board, when tested according to 6.7, no abnormality
harmful to use is generated.

(6) As to the bound performance of top board, when tested according to 6.8, the bound
. height is 220 to 250 mm,
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