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SCUBA Diving Goods - Cylinders S 7302-1988

1, Scope

This Japanese Industrial Standard specifies the SCUBA of 19.61 MPa {200
kgf/cm 2} and under in maximum filling pressure out of the high pressure air con-
tainers, hereinafter referred to as the "cylinders", of those of open type, which are
used for the SCUBA diving mainly for leisure use.

Remark:; The units and numerical values given in { } in this Standard
are based on the traditional unit system and are currenly the
criteria in force.

2. Definitions

For the purposes of this Standard, the following definitions apply (See
‘ Reference Figure).

(1) highest filling pressure This is the highest pressure under which the
~cylinder can be filled, and has been specified in the High Pressure Gas
Control Law, Gas Cylinder Safety Regulation. The temperature at this
time shall be 35°C.

(2) SCUBA of open type An underwater respiratory apparatus of open type
which has a system to discharge the expiration from the expiration valve
into the water by supplying the inspiration of a diver through the regulator
from the cylinder with which the diver himself carries.

(3) cylinder valve A valve for a high pressure air container to be equipped
with the cylinder used for SCUBA of open type.

3. Classification

The cylinders shall be classified by the maximum filling pressure into two of
19.61 MPa {200 kgf/cm?} and 14.71 MPa (150 kgf/cm?} in highest filling pressure.

. 4, Quality

4,1 Performance, Structure, Appearance and Materials The performance,
structure, appearance and materials shall conform to the seamless high pressure
containers specified in the High Pressure Gas Control Law, Gas Cylinder Safety
Regulation.

Applicable Standard:
JIS Z 2371-Methods of Salt Spray Testing
Reference Standards:

' JIS S 7303-SCUBA Diving Goods - Cylinder Valves
JIS S 7304-SCUBA Diving Goods - Regulators
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