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UDC 681.818.6
. JAPANESE INDUSTRIAL STANDARD JdIS

Clarinets S 8514-'1988

1. Scope

This Japanese Industrial Standard specifies the generally used Boehme
Type clarinets, hereinafter referred to as the "clarinet".

v Remark: For those other than the kind specified in this Standard,
this Standard should, preferably, apply.

2. Classification

The clarinets shall be divided by the following compasses and fundamental
tones and be classified into 5 classes as shown in Attached Fig. 3.

(1) Division by Compasses The clarinets shall be divided by compass
‘ into bass, alto and soprano.

(2) Division by Fundamental Tones The clarinets shall be divided by
fundamental tone into B* tube, A tube and E* tube.

3. Designation of Each Part

The designation of each part shall in accordance with Attached Table 1.
4, Qualities The qualities shall be as follows:

(1)  Each part shall be free from disarrangement and other defects and be
finished smoothly.

(2) The tube body shall be tested according to 7.1 and free from defects
liable to impede the practical use.

(3) The inner side of tube shall be free from unevenness and be finished

~ smoothly.
' (4)

(5) The pitch shall be adjustable at the fitting of mouthpiece and barrel
and the range of adjusting length shall be within 7 mm.

The fitting of every part shall be so adequate as not to generate
looseness and breath leakage.

* (6) The trunk ring and end ring shall be free from loosening.

Applicable . Standards: See page 7.
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