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. JAPANESE INDUSTRIAL STANDARD JIS

Laser Photocoagulators T 1204-1988

1. Scope

This Japanese Industrial Standard specifies laser photocoagulators of
maximum output 5 W or less, in the category of medical laser photocoagula-

™ tors, used for curing such eye disease as fundus disease and glaucoma.
5 2. Definitions
For the main terms used in this Standard the definitions in JIS T 1001
and JIS C 6801 apply, and the rest of the terms shall be as follows:
(1) photocoagulation To coagulate human tissue by means of the
heat produced by optical energy.
. (2) delivery system An optical system whose principal part is the
: optical path which leads the laser light radiated from the laser
head to,

This optical system includes observation optical system,
illuminating optical system and aiming optical system.

(3) output The laser energy which is emitted from the last compo-
nent in the optical path or which passes through a diaphragm of
8 mm diameter at a location corresponding to the pupil of eye to
be irradiated. The unit is watt (W).

(4) operator protective filter = This means all the light reducing
devices to protect the operator's eye from the light reflected at
the part irradiated by the laser.

(5) aiming light The light which shows the part irradiated by the
laser light to the operator.

Applicable Standards:
JIS C 6801-Glossary of Terms Used in Laser Safety

- JIS T 1001-General Requirements for Safety of Medical Electrical
Equipment

N JIS T 1002-General Rules for Safety Testing Procedures of Medical
Electrical Equipment

JIS T 1003-Testing Methods for Electrical Safety of Medical Electrical
Equipment

JIS T 1004-Testing Methods for Mechanical Safety of Medical Electrical
Equipment

. JIS T 1005-Style Manual for Instruction Manuals
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