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Infusion pumps T 1653-1991

1. Scope

This Japanese Industrial Standard specifies motor type infusion pumps
of such structure as to feed infusion solution to a patient with transferring
by pressing the outside of infusion tube of infusion set by means of roller
or finger.

Remarks 1. Applicable Standards in this Standard are shown as follows:

JIS T 1001-General Requirements for Safety of Medical
Electrical Equipment

JIS T 1002-General Rules for Safety Testing Procedures of
Medical Electrical Equipment

‘ JIS T 1003-Testing Methods for Electrical Safety of Medical
Electrical Equipment

JIS T 1004-Testing Methods for Mechanical Safety of Medical
Electrical Equipment

JIS T 1005-Style Manual for Instruction Manuals

2. The units and numerical values given in { } in this
Standard are based on the traditional units and are
appended for informative reference.

2. Definitions

For the purpose of this Standard main definitions are in accordance with
JIS T 1001 and in addition, following definitions apply:

(1) infusion pump The pump to feed infusion solution with transferring
by pressing the outside of infusion tube (connecting tube) of infusion
. set by means of roller or fingers (pulsation driving device) of which
driving source is electric motor type.

(2) roller pump The pump of such structure as to discharge a definite
amount of infusion solution in tightly closed condition with trans-
ferring by pressing in feed direction by pressing the infusion tube
by means of roller.

(3) finger pump The pump of such structure as to discharge a definite
amount of infusion solution in tightly closed condition with trans-
ferring by pressing in feed direction by pressing infusion tube by
means of plural fingers.

(4) infusion set The set specified by the reference of disposable blood
infusion set and infusion solution set [1970 (SHOWA 45) year, August
10, Notification No. 301 of the Ministry of Health and Welfare]l.
The name of each part is shown in Fig. 1.
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