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, JAPANESE INDUSTRIAL STANDARD | JIS

Tonsil Snares T 2801-1988

1. Scope

This Japanese Industrial Standard specifies tonsil snares, hereinafter
referred to as the "snares" and snare wires for tonsil snares, hereinafter
referred to as the "snare wires" for medical use.

Remark: The unit and numerical value shown in { } in this Standard are
based on the conventional system of units and are appended for
N informative reference.

2. Classification

Snares shall be classified into two classes of, Class 1 (TAKAHASHI type)
and Class 2 (Briinings type) according to their construction.

Q 3. Construction and Dimensions

The construction and the dimensions of the main part shall, as a rule,
be as shown in Attached Figs. l-and 2, and the moving distance of the pulling
core shall be not smaller than 70 mm.

For the purpose of mounting the snare wire, the two small holes at the
end of the pulling core shall protrude from the head tube when the pulling
wire is pushed forward to the full with the last groove engaged with the
retainer in the case of class 1 snares, and the snare wire mounting section
shall protrude from the head tube when the pulling core is pushed forward
to the full in the case of class 2 snares.

In addition, snare wires used for class 2 shares shall be formed by
soldering to facilitate their mounting.

Applicable Standards:
JIS G 3522-Piano Wire
JIS G 4051-Carbon Steels for Machine Structural Use
JIS G 4303-Stainless Steel Bars
JIS G 4401-Carbon Tool Steels
JIS

Q JIS

JIS H 8617-Electroplated Coatings of Nickel and Chromium

G
G
JIS G 4307-Cold Rolled Stainless Steel Strip
G
G 5121-Stainless Steel Castings

H

3250-Copper and Copper Alloy-Rods and Bars
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