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T 3211-12 : 2019

Foreword

This Japanese Industrial Standard has been established by the Minister
of Health, Labour and Welfare through deliberations at the Japanese
Industrial Standards Committee according to the proposal for establish-
ment of Japanese Industrial Standard submitted by Medical Technology
Association of Japan (MTJAPAN)/Japanese Standards Association (JSA)
with the draft being attached, based on the provision of Article 12 Clause
1 of the Industrial Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with patent rights, applications for a patent after opening to
the public or utility model rights. The relevant Minister and the Japanese
Industrial Standards Committee are not responsible for identifying any of
such patent rights, applications for a patent after opening to the public or
utility model rights.

JIS T 3211 series consists of the following 7 parts under the general title
Sterile infusion administration set:

Part 4 : Sterile infusion sets for single use, gravity feed
Part 5 : Sterile burette infusion sets for single use

Part 8 © Sterile infusion sets for single use with pressure infusion ap-
paratus

Part 9 : Sterile fluid lines for single use
Part 10 Sterile accessories for fluid lines for single use
Part 11 : Sterile infusion filters for single use

Part 12 : Sterile check valves for single use

(ii) Documents

| - ' PROTECTED BY COPYRIGHT Document Sharing Hub
Copyright Japanese Standards Association

Provided by IHS Markit under license with JSA Licensee=Hong Kong Polytechnic University/9976803100, User=ERIKSSON, Anna Pernil
No reproduction or networking permitted without license from IHS Not for Resale, 02/28/2020 01:13:15 MST

Full document details: JIS T 3211-12 2019


http://avadocuments2026.com/doc/jis-t-3211-12-2019
http://avadocuments2026.com/doc/jis-t-3211-12-2019

JAPANESE INDUSTRIAL STANDARD JIST 3211-12 : 2019

Sterile infusion administration set — Part 12 : Sterile
check valves for single use

Introduction

This Japanese Industrial Standard has been prepared based on ISO 8536-12 : 2007,
Edition 1, and its Amendment 1 (2012) with some modifications of the technical con-
tents to reflect the needs and conditions unique to Japan. The amendment to the said
International Standard has been incorporated into this Standard.

The dotted underlines indicate changes from the corresponding International Stand-
ard. A list of modifications with the explanations is given in Annex JA.

1 Scope

This Standard applies to sterilized check valves intended for single use (hereafter
referred to as check valves) and used with gravity-feed infusion equipment and/or in-
fusion equipment with pressure infusion apparatus.

The functional requirements in this Standard also apply to built-in check valves.

NOTE The International Standard corresponding to this Standard and the
symbol of degree of correspondence are as follows.

ISO 8536-12 : 2007 Infusion equipment for medical use — Part 12 -
Check valves and Amendment 1 : 2012 (MOD)

In addition, symbols which denote the degree of correspondence in the
contents between the relevant International Standard and JIS are IDT
(identical), MOD (modified), and NEQ (not equivalent) according to
ISO/IEC Guide 21-1.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. For standards with the year indication, only the
editions of the indicated year shall be applied and the revisions (including amend-
ments) made thereafter shall not be applied. For those without the indication of the
year, the most recent edition (including amendments) shall be applied.

JIS T 0993-1: 2012 Biological evaluation of medical devices — Part 1 ° Evaluation
and testing within a risk management process
NOTE  Corresponding International Standard : ISO 10993-1 Biological evalua-

tion of medical devices — Part 1 © Evaluation and testing within a risk
management process (MOD)

JIS T 3211-4 Sterile infusion administration set — Part 4 : Sterile infusion sets
for single use, gravity feed

NOTE  Corresponding International Standard : ISO 8536-4 [nfusion equipment
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for medical use — Part 4 * Infusion sets for single use, gravity feed (MOD)

ISO 8871-1 Elastomeric parts for parenterals and for devices for pharmaceutical
use — Part 1 ° Extractables in aqueous autoclavates

ISO 8871-2  Elastomeric parts for parenterals and for devices for pharmaceutical
use — Part 2 - Identification and characterization

1SO 80369-7 : 2016.__Small-bore connectors for liquids and gases in healthcare ap-

and the following apply.

3.1

blocking

prevention of counterflow through the valve

3.2

built-in check valve

check valve that is an integrated feature of the infusion set
3.3

feed rate

rate of flow through an open valve, flow in the forward direction
4 Designation (excluded in this Standard)

5 Materials

The materials used shall be chosen so that the check valves comply with the re-
quirements specified in Clauses 6, 7 and 8.

If rubber is used as a material, the requirements laid down in ISO 8871-1 and ISO
8871-2 shall apply.
6 Physical requirements
6.1 Particulate contamination

The check valve shall be manufactured under conditions that minimize particulate
contamination. All parts shall be smooth and clean at the fluid pathway surfaces.
When tested as specified in A.1, the number of particles shall not exceed the contami-
nation index.

6.2 Tensile strength
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