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Foreword 

This translation has been made based on the original Japanese Indus­
trial Standard revised by the Minister of Health, Labour and Welfare 
through deliberations at the Japanese Industrial Standards Commit­
tee as the result of proposal for revision of Japanese Industrial Stan­
dard submitted by Japan Medical Devices Manufacturers Association 
(JMED)/J apanese Standards Association (JSA) with the draft being at­
tached, based on the provision of Article 12 Clause 1 of the Industrial 
Standardization Law applicable to the case of revision by the provision 
of Article 14. 

Consequently JIS T 3221 : 2005 is replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with a patent right, application for a patent after opening 
to the public, or utility model right which have technical properties. The 
relevant Minister and the Japanese Industrial Standards Committee 
are not responsible for identifying the patent right, application for a 
patent after opening to the public or utility model right which has the 
said technical properties. 
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JAPANESE INDUSTRIAL STANDARD JIS T 3221 : 2011 

Single-use needle for infusion port 

Introduction 

This Japanese Industrial Standard is the standard which is revised so that the con­
tents such as terms and constitution of documents are altered for the convenience of 
users in the review of JIS T3221 established in 2005. 

1 Scope 

This Standard specifies the sterile single-use needle for infusion port (hereafter re­
ferred to as "needle for infusion port"). 

Moreover, JIS T 3221 : 2005 may be applied until July 28th, 2014. 

2 Normative references 

The following standards contain prOVISIons which, through reference in this text, 
constitute provisions of this Standard. For standards with the year indication, only the 
edition of the indicated year shall apply but the revisions (including amendments) 
made thereafter shall not apply. 

JIS G 4305:2005 Cold-rolled stainless steel plate, sheet and strip 

JIS T 0307:2004 Medical devices-Symbols to be used with medical device labels, 

labelling and inform a tion to be supplied 

JIS T 0993-1:2005 Biological evaluation of medical devices-Part 1: Evaluation 

and testing 

JIS T 3210:2011 Sterile injection syringes 

ISO 594-1:1986 Conical fittings with a 6 % (Luer) taper for syringes~ needles and 
certain other medical equipment-Part 1 : General requirements 

ISO 594-2: 1998 Conical fittings with 6 % (Luer) taper for syringes~ needles and 
certain other medical equipment-Part 2 : Lock fittings 

ISO 3696:1987 Water for analytical laboratory use-Specification and test methods 

ISO 6009: 1992 Hypodermic needles for single use-Colour coding for identification 

ISO 9626: 1991 Stainless steel needle tubing for the manufacture of medical devices 
and Amendment 1 : 2001 

3 Terms and definitions 

For the purposes of this Standard, the following terms and definitions apply: 
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