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Foreword

This Japanese Industrial Standard has been revised by the Minister of
Health, Labour and Welfare through deliberations at the Japanese In-
dustrial Standards Committee as the result of proposal for revision of
Japanese Industrial Standard submitted by Medical Technology Associa-
tion of Japan (MTJAPAN)/Japanese Standards Association (JSA) with a
draft being attached, based on the provision of Article 12, paragraph (1)
of the Industrial Standardization Act applied mutatis mutandis pursuant
to the provision of Article 16 of the said Act. This edition replaces the
previous edition (JIS T 8243 : 2017), which has been technically revised.

However, JIS T 3243 : 2017 remains valid for three years from the date of
public notice of the revision of this Standard.

This JIS document is protected by the Copyright Act.

Attention is drawn to the possibility that some parts of this Standard
may conflict with patent rights, published patent application or utility
model rights. The relevant Minister and the Japanese Industrial Stand-
ards Committee are not responsible for identifying any of such patent
rights, published patent application or utility model rights.
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JAPANESE INDUSTRIAL STANDARD JIS T 3243 : 2021

Catheters and tubes designed for the biliary tract

Introduction

This Japanese Industrial Standard has been prepared based on ISO 20697 : 2018,
Edition 1, with some modifications of the technical contents to reflect the conditions
unique to Japan.

The dotted underlines indicate changes from the corresponding International Stand-
ard. A list of modifications with the explanations is given in Annex JA.

1 Scope
This Standard specifies tubes and catheters designed for the biliary tract, and their

NOTE The International Standard corresponding to this Standard and the
symbol of degree of correspondence are as follows.

ISO 20697 : 2018 Sterile drainage catheters and accessory devices for
single use (MOD)

In addition, symbols which denote the degree of correspondence in the
contents between the relevant International Standard and JIS are IDT
(identical), MOD (modified), and NEQ (not equivalent) according to
ISO/IEC Guide 21-1.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS T 0993-1 Biological evaluation of medical devices — Part 1 - Evaluation and
testing within a risk management process

NOTE  Corresponding International Standard : ISO 10993-1 Biological evalua-
tion of medical devices — Part 1 ° Evaluation and testing within a risk
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management process

3 Terms and definitions
For the purpose of this Standard, the following terms and definitions apply.
3.1

catheter
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3.7

connector

3.9

basket

part used to grip and collect. or to fragment the calculus, provided at the tip of a basket
catheter

3.10

effective length

length of the catheter that can be inserted into the body (see Figure 1)
3.11
retention means

physical feature of a drainage catheter (e.g. pigtail, malecot, balloon) provided at the
tip of the catheter that prevents movement of the catheter out of the body (see Figure
2)
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5 Requirements
5.1 Appearance and cleanliness

When examined by normal or corrected to normal vision, the external surface of the
effective length of the catheter shall appear free from extraneous matter or process de-
fects (flaws, burrs, etc.). If deemed necessary, inspection shall be conducted under a
minimum 2.5X magnification.

5.2 Detectability

The catheter or at least its effective length shall be detectable by X-ray or by other
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means (ultra-sound, etc.).

5.8 Corrosion resistance

directly come into contact with chemical or body fluid, the test shall be performed ac-
cording to Annex A. If exposed metallic components of the device shows visible signs of
corrosion, the extent of corrosion shall be evaluated based on the intended use and risk
assessment to confirm the absence of effect on performance and safety of the product.

5.4 Connections between devices

shall be tested according to Annex B and withstand the force given in Table 1.

Table 1 Peak tensile force of the connections

Outer diameter of catheter Peak tensile force
(mm) (N)
2> 3
2to4 5
>4 15

Type of basket catheter Peak tensile force
(N)
For collecting calculus 10
For crushing calculus 15

5.6 _Balloon catheter
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