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JAPANESE INDUSTRIAL STANDARD J 1S

Surgical Sutures Catgut T 4102-1976
(Confirmed, 1986)

1. Scope

This Japanese Industrial Standard specifies surgical sutures catgut here-
after referred to as "catgut'.

Remarks: In this Standard the units and numerical values shown in { } are
in accordance with the International System of Units (S8I),

2. (Classification

Catguts shall be classified as follows:

(1) Classification according to Working

. - Type A (non-working)

Type B (weak working)
Type C (medium working)
Type D (strong working)

Remarks 1. Type A means Cthe catgut not applied with such gpecial
treatment as to vary the absorbing property, and the
absorbing period is approximately one week as target.

2. Type B means catgut applied with special treatment of
target of approximately two weeks in absorbing period,
type C, approximately of three weeks, and type D,
approximately of four weeks,

3. The absorbing period means the period until the catgut is
absorbed in the body and the suture purpose is
extingulshed,

(2) Classification according to Handling

Boilable

Non-boilable

Remarks 1. Boilable means that applied with dehydration treatment

and for the purpose of sterilization of catgut container
the outside of container may be heated.

2., Non-boilable means that maintains a suitable moisture and
the outside of container shall not be heated.

Applicable Standard:

JIS B 7503-Dial Gauges Reading in 0.01 mm
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