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' JAPANESE INDUSTRIAL STANDARD J18

Dental Spittoon T 5902-1979
(Reaffirmed: 1985)

This Japanese Industrial Standard specifies spittoons to be mounted on
dental units, hereinafter referred to as the "spittoons".

5y

2. Classification

Spittoons shall be classified into the internal fixing type and the
external fixing type according to the method of mounting them.
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1. Scope

3. Appearance and Performance
Q 3.1 The glass bowl shall be free from cuts, bubbles, striae, fissures,
L 4 cracks, deformation, and other detrimental defects, and be good-looking in
appearance,

3.2 The glass bowl shall have such a construction that when filthy
things are spewed, they do not splash toward the patient and his surround-
ings and the spewed liquid is thoroughly discharged.

3.3 The bowl clamp, bowl support, bowl support clamp, and filth guard
shall be applied with nickel plating or nickel-chromium plating.

3.4 The bowl clamps shall have an easily detachable construction.

3.5 The filth guard shall have a construction in which the spewed
liquid and like things do not accumulate by providing a suitable hole.

3.6 The bowl support ring shall be resistant to aging and the attack of
chemicals and be able to withstand long-term use.

‘ 4, Construction and Dimensions

The internal fixing type spittoon shall consist of a glass bowl, bowl
clamps, bowl support, bowl support clamps, bowl support ring, and filth
guard, and the external fixing type spittoon shall consist of a glass bowl,
, bowl support, bowl support ring, and filth guard, and their dimensions
' shall be as shown in Figs. 1 to 7.

Applicable Standards:
JIS H 3100-Copper and Copper Alloy-Sheets, Plates and Strips
JIS H 5101-Brass Castings

. JIS H 8617-Electroplated Coatings of Nickel and Chromium
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