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JAPANESE INDUSTRIAL STANDARD _ JIS
Dental Heat Curing Acrylic T 6508-1985
Resin for Crown
1. Scope
This Japanese Industrial Standard specifies the dental heat curing écryhcﬂresm
for crown, hereinafter referred to as the "resm" having the monomer and polymer
of methacrylate ester.
Remark: The units and the numerical values given in { } in this standard

are in accordance with the conventional system of units and
appended for informative reference.

2. Type of Dose and Classification

.The resin shall be composed of powder chemicals and liquid chemicals and the
powder chemicals shall have the classifications of each colour tone according to
the colour tone of natural tooth.

3.  Quality

3.1 appearance the resin polymerized by heating in accordance with the
method specified in 5.2 (2) shall comply with the following properties.

(1) The. surface of the polymerized mould prepared by using metal foil onto
gypsum shall be glossy.

(2) The well polished surface shall be a high glossy sliding surface.
(3) Its quélity shall be dense and free from colour patches.

(4) There shall not be any pin hole or cavity in polymerized mass.

3.2 Plasticity When tested in accordance with 5.2.2, the average diameter
of samples shall be always not less than 27 mm every three time.

3.3 Hardness . When tested in accordance with 5.2.3, the hardness shall be not
less than HB 15. ) :

'3.4 Amount of Water Absorption when tested in accordance Wit_h 5.2.4, the
increase of mass shall be not more than 0.7 mg/cmz2.

3.5 Discoloration by Boiling . when the resin is tested in accordance with
5.2.5, it shall be free from visible discoloration or cloudiness.

Applicable Standards:
JIS R 6253-Waterproof Abrasive Papers

JIS Z 8801-Test Sieves
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