b

—

UDC 615.463:661.847.1:616.314-089.27

JAPANESE INDUSTRIAL STANDARD
Dental Zinc Phosphate Cement

@ JIS T 6602

Translated and Published
by

Japanese Standards Association

Printed in Janan _ éogum'ents



http://www.avadocuments.com/doc/jis-t-6602-1985
http://www.avadocuments.com/doc/jis-t-6602-1985

JIS Txkh02 85 EE 4933605 0073407 7 MM

Translatiﬂn without guarantee
In the event of any doubt arising, the original
standard in Japaneseé is fo be evidence

- Documents


http://www.avadocuments.com/doc/jis-t-6602-1985
http://www.avadocuments.com/doc/jis-t-6602-1985

JIS T#bk02 85 BN 4933608 0071808 9 M

UDC 615.463:661.847.1:
616, 314-089. 27

@ JAPANESE INDUSTRIAL STANDARD JIS

Dental Zinc Phosphate Cement T §602-1985

1. Scope

This Japanese Industrial Standard specifies the dental zinc phosphate
cement, hereinafter referred to as the "cement", execluding that for temporary
sealing.

Remark: The units and numerical values given in' { } in this standard

are in accordance with the International System of Units (SI),
and are appended for reference.

2, Qualities

The qualities of the cement shall be in accordance with the following:

(1) The cement consists of powder material and liquid agent. The powder
material, of which principal component shall be zinc oxide, and the
liquid agent, of which principal component shall be phosphate solution,
The powder material shall be uniform in quality and be free from impu-
rities, and the liquid agent shall be colourless and transparent, and
neither precipitate nor deposit shall be found,

(2) The cement shall neither generate gas nor produce undissolvéd powder
Iump in kneading.

(3) The cement, in the case where it has been filled or fitted up, shall
‘not colour the texture of the tooth.

(4) The cement shall comply with the requirements of Table 1.

Applicable Standard.:
JIS Z 8801-Test Sieves
Corresponding International Standard:

ISO 1566-1978 Dental zinc phosphate cement
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