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JAPANESE INDUSTRIAL STANDARD JIS

Dental Zinc Polycarboxylate Cements T 6606-1990

1. Scope

This Japanese Industrial Standard specifies zinc polycarboxylate cements for
dental use, hereinafter referred to as the "cements". However, products for
temporary sealing are excluded.

Remark: The units and numerical values given in { } in this Standard are
based on the conventional system of units and are appended for
reference.

2. . Quality

The quality of cements shall meet the requirements shown in the following
table.

Table.. Quality

Item ~ Quality Test method
Setting time 9 min max. 4.3
Compressive Strength 50 MPa {510 kgf/cm2} min, 4.4
Film thickness 25 pm max, . 4.5
, Digintegration rate 0.2 % max. . 4.6
Arsenic content 2 ppm max, 4.7
3. Material

The material of cements shall be as follows:

(1) Cements shall consist of a combination of a powder and a liquid or consist
of a powder which hardens when mixed with water, and shall harden rapidly
when mixed by the method specified by the manufacturer.

(2) The liquid shall consist mainly of a polycarboxylic acid aqueous solution,
be transparent, and contain no perceivable precipitates or deposits.

Applicable Standard:
JIS Z 8801-Test Sieves
“Corresponding International Standard:

ISO 4104-1984 Dental zinc polycarboxylate cements
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