e =i = AR e -4 .= ot et bd d hadhadidh o dh L -t V|

UDC 615.478:685.531

JAPANESE INDUSTRIAL STANDARD

Oxygen Tents
JIS T 7202

. Translated and Published
by

Japanese Standards Association

Documents

Document Sharing Hub

" M Taman
Provided by IHS Printed it Licensee=Hong Kong Polytechnic University/9976803100 5 S
No reproduction or networking permitted without license from IHS Not for Resale, 07/29/2014 23:11:01 MDT

Full document details: JIS T 7202 1989



http://www.avadocuments.com/doc/jis-t-7202-1989
http://www.avadocuments.com/doc/jis-t-7202-1989

el R e ¥ ol el Wi lmited | o8 = V|

In the event of any doubt arising,

the original Standard in Japanese is to be final authority.
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1. Scope
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UDC 615.478:685.531
JAPANESE INDUSTRIAL STANDARD J IS

Oxygen Tents T 7202-1989

This Japanese Industrial Standard specifies the electric temperature control
type oxygen tents for medical treatment (hereafter referred to as the "oxygen

tents").

Remarks: The units and numerical values given in { } in this standard are

in accordance with the traditional system of units and are the
standard values.

2. Definitions

For the purpose of this standard the following definitions apply. Other terms
are defined in JIS T 1001.

(1) tent hood The transparent curtain covering the circumference of the
patient to separate the patient from external air.

(2) body The part excluding tent hood and hood frame.

Applicable Standards:

JIS A 1406-Method for Measuring Amount of Room Ventilation (Carbon Dioxide
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7411-Etched-Stem Liquid-in-Glass Thermometers, Total Immersion Type
1001-General Requirements for Safety of Medical Electrical Equipment

1002-General Rules for Safety Testing Procedures of Medical Electrical
Equipment

1003-Testing Methods for Electrical Safety of Medical Electrical
Equipment

1004-Testing Methods for Mechanical Safety of Medical Electrical
Equipment

1005-Style Manual for Instruction Manuals
8202-Portable Type Thermal Anemometer

8806-Methods of Humidity Measurement

Reference Standards:

JIS T 7203-Oxygen Analyzers for Medical Use

JIS Z 8203-S1 Units and the Use of Their Multiples and of Certain Other
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