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' JAPANESE INDUSTRIAL STANDARD JIS8
Instrument Sterilizers T 7301-1985
(Boiling Type)
1. Scope
This Standard specifies the boiling type sterilizers, hereinafter referred

to as the "sterilizers", which are used to sterilize medical equipment in the
field of medicine.

2. Kind, Dimensions and Heat Source

The kind and heat source of sterilizers shall be as specified in the Table
and the inside dimensions shall, as a rule, conform to the values listed in the

Table.
Table Kind, Dimensions, Thickness and Heat Source
' Unit: mm
Inside dimension Heat
Kind Thickness
. 1 source
Length | Width | Depth(™)
Large 400 200 150 0.8 or more
General | Medium | 360 180 | 120 0.7 or more | Diectricity
7 and gas
Small 300 150 100 0.6 or more
ExL 300 150 80 0.6 or more Alcohol
L 255 120 65 0.6 or more
Portable M 240 90 55 0.5 or more Electricity
and alcohol
S 195 80 50 0.5 or more
.' L 550 400 350 1.2 or more
Treadle M ' 450 360 300 1.0 or more
‘ S 360 200 250 0.8 or more B
L 450 360 250 | 1.0 or more
Wall - ' -
(Installed | M 400 300 200 1.0 or more
on the wall)
S 360 200 200 0.8 or more

Note (') In the case where the heating unit is in the body, the depth shall
mean the dimension to the heating unit.

Applicable Standards: See page 4.
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