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Refractor Heads T 7308-1988

1. Scope

This Japanese Industrial Standard specifies the refrator heads, hereinafter
referred to- as the "refractor heads", with which the refracting-power measurement
of eyes to be examined and each kind of binocular vision examination are conducted

', by the response of a person to be examined.

2. Definitions

For the purposes of this Standard, the following definitions apply, and others
are in accordance with JIS T 1001 and JIS Z 8120,

(1) vertex diopter The inverse number of the distance from the backside
vertex of a lens to the image focal point. The name of unit is diopter,
Q quantity symbol is D, and unit symbol is m-!.

(2) prism diopter An angle of deviation of an incident ray of light vertical
to the one face of a prism by the prism. The name of unit is prism
diopter, unit symbol is ‘expressed by 4. 14 is equal to tan 5.

(3) prism fiducial direction A direction of deflection of an incident ray of
light vertical to the one face of a prism caused by the prism.

(4) effective visual field The visual field of an opening for examination.

Applicable Standards:
: . JIS B 7183-Lens-Meters
‘ JIS B 7507-Vernier Callipers

JIS T 1001-General Requirements for Safety of Medical Electrical
Equipment

JIS T 1002-General Rules for Safety Testing Procedures of Medical
Electrical Equipment

JIS T 1003-Testing Methods for Electrical Safety of Medical Electrical
Equipment :

JIS T 1004-Testing Methods for Mechanical Safety of Medical Electrical
Equipment ’

JIS T 7309-Visual Acuity Testing Equipments

JIS Z 8120-Glossary of Optical Terms
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