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. JAPANESE INDUSTRIAL STANDARD JIS
. Visual Acuity Testing Equipments . T 7309-1988

1. Scope

This Japanese Industrial Standard specifies the equipments to be used for testing visual acuity,
hereinafter referred to as the "visual acuity testing equipments”.

2. Definitions

. For the purposes of this Standard, the definitions given in 2. of JIS T 1001 and JIS Z 8120 apply, and
others are in accordance with the following:

(1) standard visual acuity testing equipment ~ An equipment which places emphasis on the accuracy
of testing executed by using this, being manufactured for a testing distance of 5 m,

(2) semi-standard visual acuity testing equipment  An equipment which places emphasis on the prac-
tical use, at the sacrifice of the accuracy of testing to some degree, being manufactured for a testing
distance of 5 m.

That of using reflecting back by a mirror is also included.

. (3) special visual acuity testing equipment ~ An equipment which can not be included in the standard
visual acuity testing equipment and semi-standard visual acuity testing equipment. For example,
other visual acuity testing equipment than for 5 m, short distance visual acuity testing equipment,
indivisual letter visual acuity testing equipment, visual acuity testing equipment for screening, and
both-eyes opened visual acuity testing equipment. However, a chart projector, which is specified
in JIS T 7310, is excluded.

(4) short distance visual acuity testing equipment  An equipment to be used for an object mainly of
the prescription of farsighted glasses clinically, for near visual acuity testing of which object is for
short distance works. :

(5) indivisual letter visual acuity testing equipment A visual acuity testing equipment which presents
visual chart indivisually.

(6) visual acuity testing equipment for screening  The visual acuity testing equipment for group medi-
cal examination to be used for the screening test of the primary stage to the precise examination.

(7) both eyes opened visual acuity testing equipment A visual acuity testing equipment which is
capable of carrying out the visual acuity test of the right and left eyes indivisually and both eyes
simultaneously under the condition of both eyes opened.

(8) testdistance The distance from the entrance pupil of a person to be tested to the visual chart.
. 3. Types
The types of the visual acuity testing equipments shall be classified into the 3 types of the following:
(1) Standard visual acuity testing equipment
(2) Semi-standard visual acuity testing equipment
(3) Special visual acuity testing equipment
4,  Service Conditions »

The service conditions shall be in accordance with 3. of JIS T 1001.

‘ Applicable Standards: See page 5.
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