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JAPANESE INDUSTRIAL STANDARD JI1S

Retinoscopes ' T 7311-1988

Scope

This Japanese Industrial Standard specifies the retinoscope with which the

refraction inspection of eyes to be inspected are conducted not self-consciously by
the movement and direction of the reflecting-back light from a retina for the

pupil

.movement of a projected light, having a lighting system which sends light from the

to the retina and a observation hole with which the reflecting- back light is

observed.

2.

Definitions

For the purposes of this Standard, the definitions given in JIS T 1001, JIS

T 1003 and JIS Z 8120 apply, and others are in accordance with the following:

(1)
(2)

(3)

(1)~

(2)

reflecting-back light The reflected light from a retina.
streak pencil of rays A pencil of rays produced by the streak light source
or optical element. :
vertex diopter The inverse number of the distance from the backside
vertex of a lens to the image focal point. The name of unit is expressed
as diopter, quantitative symbol, as D and unit, as m-:.

Types

The types of the retinoscopes shall be as given in the following:

Streak Type Retinoscope A retinoscope of which incident pencil of rays
to eye bottom from pupil is of a streak, and the property of the pencil of
rays is convertible continuously into convergent, parallel and divergent
properties, and the streak pencil of rays are rotatable.

Spot Type Retinoscope That retinoscope of which incident pencil of rays
to eye bottom from pupil is not of streak, or of which property of the
pencil of rays is not convertible.

Applicable Standards:

JIS T 1001-General Requirements for Safety of Medical Electrical
Equipment

JIS T 1002-General Rules for Safety Testing Procedures of Medical
Electrical Equipment

JIS T 1003-Testing Methods for Electrical Safety of Medical Electrical
Equipment

JIS Z 8120-Glossary of Optical Terms
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