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Foreword

This translation has been made based on the original Japanese Industrial
Standard established by the Minister of Heath, Labour and Welfare and the
Minister of Economy, Trade and Industry, through deliberations at the
Japanese Industrial Standards Committee according to the proposal for es-
tablishment of Japanese Industrial Standard submitted by Japan Safety
Appliances Association (JSAA)/Japanese Standards Association (JSA)
with the draft being attached, based on the provision of Article 12 Clause
1 of the Industrial Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may
conflict with a patent right, application for a patent after opening to the
public, utility model right or application for registration of utility model
after opening to the public which have technical properties. The relevant
Ministers and the Japanese Industrial Standards Committee are not re-
sponsible for identifying the patent right, application for a patent after
opening to the public, utility model right or application for registration of
utility model after opening to the public which have the said technical
properties.
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JAPANESE INDUSTRIAL STANDARD JIS T 8033 : 2008

Protective clothing—Protection against liquid chemicals—
Test method for resistance of materials to penetration
by liquids

Introduction

This Japanese Industrial Standard has been prepared based on the third edition of
ISO 6530 published in 2005 with some modifications of the technical contents consid-
ering the convenience of use.

The portions with continuous sidelines or dotted underlines are the matters in which
the contents of the corresponding International Standard have been modified. A list of
modifications with explanations is given in Annex JA.

1 Scope

This Standard specifies a test method for the measurement of indices of penetration,
absorption and repellency for protective clothing materials against liquid chemicals
(mainly chemicals of low volatility, of low volume splash or low pressure jet).

NOTE : The International Standard corresponding to this Standard and the
symbol of degree of correspondence shall be as follows.

ISO 6530: 2005 Protective clothing—Protection against liquid chemi-
cals—Test method for resistance of materials to pene-
tration by liquids (MOD)

The symbols denoting degree of correspondence in the contents be-
tween JIS and the relevant International Standard are IDT (identical),
MOD (modified), and NEQ (not equivalent) according to ISO/IEC Guide
21.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS T 8115 Protective clothing for protection against chemicals—Classification, la-
belling and performance requirements

JIS T 8122 Protective clothing for protection against hazardous biological agents—
Classification and test methods

3 Terms and definitions

lowing apply.
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