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UIS T*8113 7L EE 493308 0072052 7 WM UDC 614.896.2:685.41]:621.791~784

' JAPANESE INDUSTRIAL STANDARD 4 JIS

Protective Leather Gloves for Welders T 8113-1976
(Reaffirmed: 1979)

1. Scope

This Japanese Industrial Standard specifies the protective leather
gloves for welders used for preventing the hazards by direct touching of
sparks, molten or heated metal, etc. on hands in welding or fusion cutting
. operation, hereinafter referred to as "‘gloves".

Remark: In this standard, the units and numerical values shown in { }
are in accordance with the International System of Units (SI).
The unit Pa is in accordance with SI, and appended for
reference only.

‘ 2, Types

|
|
The types of gloves shall be as shown in Table 1, according to the }
materials, shapes and purposes.
|
|

Table 1
Type " Material Shape Purpose 1
- - \
No. 1 Palm and back....Cow leather 2-finger |
Class 1| No. 2| Cuff.............Back split | 3-finger For ehiefly arc
welding
cow leather
No. 3 5-finger
No. 1 piim and back....Back split 2-finger e
leather For chiefly gas
Class 2| No. 2| ° cow ‘eathe 3-finger | welding, fusion
Cuff...eeevee....Back split cutting
‘ No. 3 cow leather | 5-finger
\
Applicable Standards:
. JIS K 6550-Testing Methods for Leather
' cuments
JIS L 1067-Testing Methods for Spun Synthetic Yarn :nd llegggg _
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