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T 8122 : 2007
Foreword

This translation has been made based on the original Japanese Industrial
Standard established by the Minister of Health, Labour and Welfare and
the Minister of Economy, Trade and Industry, through deliberations at
the Japanese Industrial Standards Committee according to the proposal of
establishing a Japanese Industrial Standard from Japan Safety Appliances
Association (JSAA), with a draft being attached, based on the provision
of Article 12 Clause 1 of the Industrial Standardization Law.

Attention is drawn to the possibility that some parts of this Standard may
conflict with a patent right, application for a patent after opening to the
public, utility model right or application for registration of utility model
after opening to the public. The relevant Minister and the Japanese Indus-
trial Standards Committee are not responsible for identifying the patent
right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the
public.

Date of Establishment: 2007-05-25
Date of Public Notice in Official Gazette: 2007-05-25

Investigated by: Japanese Industrial Standards Committee
Standards Board

Technical Committee on Protective Equipment for
Occupational Safety

JIS T 8122 : 2007, First English edition published in 2007-11

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2007

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any
form or by any means, electronic or mechanical, including photocopying and microfilm, without permission in
writing from the publisher.

Printed in Japan MT
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JAPANESE INDUSTRIAL STANDARD JIS T 8122 : 2007

Protective clothing for protection against hazardous
biological agents—Classification and test methods

1 Scope This Japanese Standard specifies kinds and test methods of protective cloth-
ing for protection of workers against exposure to or contact with biologically hazardous
agents (hereafter referred to as “protective clothing for protection against hazardous biolog-
ical agents”).

NOTES 1 This Standard applies to whole body protective clothing (gas-tight biological
protective suits, positive pressured non-gas-tight biological protective
suits and non-gas-tight biological protective clothing), partial body protec-
tive clothing (gowns, surgical suits, protective coats, aprons, etc.), and

protective accessaries (caps, shoe covers, arm covers, etc.). In addition,
protective clothing include products for limited use and reusable products.

2 It also applies to gloves, foot wears, eyes and face protective accessaries,
and respiratory protective devices when they are integrated in protective
clothing for protection against hazardous biological agents.

3 It does not apply to dangerous or hazardous natures of chemical sub-
stances, ionizing radiation, radioactive pollution and temperatures (high
temperatures and low temperatures).

2 Normative references The following standards contain provisions which, through ref-
rence in this text, constitute provisions of this Standard. If the indication of the year of
coming into effect is given to these referred standards, only the edition of indicated year
constitutes the provision of this Standard but the revision and amendment made there-
after do not apply. The normative references without the indication of the year of
coming into effect apply only to the most recent editions (including amendments).

JIS K 7350-1 Plastics—Methods of exposure to laboratory light sources Part 1° Gen-
eral guidance

JIS K 7350-2  Plastics—Methods of exposure to laboratory light sources Part 2° Xenon-
arc sources

JIS K 7350-3 Plastics—Methods of exposure to laboratory light sources—Part 3° Fluo-
rescent UV lamps

JIS K 7350-4 Plastics—Methods of exposure to laboratory light sources—Part 4° Open-
flame carbon-arc lamps

JIS T 8001:1992 (Glossary of terms for respiratory protective devices
JIS T 8005  Protective clothing—General requirements
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JIS T 8030 Protective clothing—Protection against chemicals—Determination of
resistance of protective clothing materials to permeation by liquids
and gases

JIS T 8032 Protective clothing—Protection against gaseous and liquid chemicals
—Determination of resistance of protective clothing to penetration by
liquids and gases

JIS T 8060 Clothing for protection against contact with blood and body fluids—

Determination of the resistance of protective clothing materials to pen-
etration by blood and body fluids—Test method using synthetic blood

JIS T 8061 Clothing for protection against contact with blood and body fluids—

Determination of resistance of protective clothing materials to penetra-
tion by blood-borne pathogens—7Test method using Phi-X174 bacterio-

phage

JIS T 8115:2005 Protective clothing for protection against chemicals—Classification,
labelling and performance requirements

JIS Z 9101 Safety colours and safety signs—Design principles for safety signs in
workplaces and public areas

3 Terms and definitions For the purpose of this Standard, the terms and definitions
given in JIS T 8001 and JIS T 8115, and the following terms and definitions shall be
applied.

a) protective clothing for protection against hazardous biological agents protective
clothing that are individual garments or collected garments to be worn to protect
workers against exposure to or contact with hazardous biological agents

b) whole body biological protective clothing protective clothing protecting whole or most of
body against hazardous biological agents

c) gas-tight biological protective suit whole body biological protective clothing with a
function to maintain the interior of the clothing gas-tight, and of a structure that does not
allow hazardous biological agents to gain entry into the interior of the clothing

d) positive pressured non-gas-tight biological protective suit non-gas-tight type whole
body biological protective clothing with a function to maintain the interior of the
clothing positively pressured, and of a structure that does not allow hazardous biolo-
gical agents to gain entry into the interior of the clothing

e) powered air purifying respirator (PAPR) positive pressured non-gas-tight biological
protective suit composed of an electric fan, filter, face pieces and others, and
combined with respiratory protective devices supplying air, to the wearer, from which
hazardous agents in an environmental atmosphere have been eliminated

f) non-gas-tight biological protective clothing non-gas-tight type whole body bioclogical
protective clothing of a structure that does not allow hazardous biological agents to
gain entry
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