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T 8125-1: 2008
Foreword

This translation has been made based on the original Japanese In-
dustrial Standard established by the Minister of Heath, Labour and
Welfare and the Minister of Economy, Trade and Industry, through
deliberations at the Japanese Industrial Standards Committee ac-
cording to the proposal for establishment of Japanese Industrial Standard
submitted by Japan Safety Appliances Association (JSAA)/Japanese
Standards Association (JSA) with the draft being attached, based on the
provision of Article 12 Clause 1 of the Industrial Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of utility
model after opening to the public which have technical properties. The
relevant Ministers and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application for
registration of utility model after opening to the public which have the
said technical properties.
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JAPANESE INDUSTRIAL STANDARD JIS T 8125-1 : 2008

Protective clothing for users of hand-held chain-saws—

Part 1: Test rig driven by a flywheel for testing resistance to
cutting by a chain-saw

Introduction

This Japanese Industrial Standard has been prepared based on the first edition of
ISO 11393-1 published in 1998 with some modifications of the technical contents con-
sidering the convenience of use.

The portions with continuous sidelines or dotted underlines in this Standard are the
matters in which the contents of the corresponding International Standard have been
modified. A list of modifications with explanations is given in Annex JA.

1 Scope

This Standard specifies the test rig driven by a flywheel to be used to assess the re-
sistance of personal protective equipment to cutting by hand-held chain-saws.

NOTE 2 The International Standard corresponding to this Standard is as follows.

IS0 11393-1:1998  Protective clothing for users of hand-held chain-saws
—Part 1 Test rig driven by a flywheel for testing re-
sistance to cutting by a chain-saw (MOD)

In addition, symbols, which denote the degree of correspondence in the
contents between the relevant International Standard and JIS, are IDT

(identical), MOD (modified), and NEQ (not equivalent) according to
ISO/IEC Guide 21.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS K 6400-2 Flexible cellular polymeric materials—Determination of the physical
properties—Part 2: Hardness (indentation technique) and stress-strain
characteristics in compression

NOTE : Corresponding International Standard : ISO 3386-1 Polymeric materials,

cellular flexible—Determination of stress-strain characteristics In com-
pression—~Part 1° Low-density materials (MOD)

JIS L0120  Stitch types—Classification and terminology
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NOTE : Corresponding Intenational Standard : ISO 4915 7extiles—Stitch types
—Classification and terminology (MOD)

I[SO 11393-2 Protective clothing for users of hand-held chain-saws—Part 2. Test
methods and performance requirements for leg protectors

I[SO 11393-3 Protective clothing for users of hand-held chain-saws—Part 3 Test
methods for footwear

3 Terms and definitions
For the purposes of this Standard, the following terms and definitions apply.

3.1 saw chain

3.2 chain-saw
sawing device with saw chain
3.3 resistance to cutting

general term for the various ways in which a protective material can reject or decelerate
the saw chain of a chain-saw

It 1s measured by applying a moving saw chain with a certain chain speed and energy
and studying whether the chain cuts through.

3.4 chain stopping time

period of time taken for the saw chain to decelerate from a specified speed to complete
rest, when the saw unit is not under power

3.5 cut-through

term used when a saw chain has penetrated through a sample so that the cut is longer
than 10 mm in the layer nearest to the body

3.6 free-running stopping time

saw chain stopping time when the saw chain is not brought into contact with a test
piece

3.7 chain slipping

protective effect whereby the saw chain slides over the surface of the protective material
without cutting it
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