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JAPANESE INDUSTRIAL STANDARD JIS
‘Rubber Condoms T 9111-1985

(Reaffirmed: 1990)

1. Scope

This Japanese Industrial Standard specifies the rubber condoms used for
preventing pregnancy and protection of venereal disease, hereinafter referred
to as the "condom".

Remark: The units and numerical values given in { } in this standard
are in accordance with the International System of Units (SI),
and are appended for reference.

2. Quality

2.1 Appearance The condoms shall be uniform in wall thickness and free
from defects harmful to use such as flaws, holes, bubbles, foreign matters
and others. Those processed for prevention of falling off shall not be dev1ated
from the essential purposes.

2.2 Tensile Characteristics

2.2.1 Elongation, Tensile Load and Elongation After Ageing The elonga-
tion, tensile load and the elongation after ageing shall be tested in accordance
with the test methods of 5.3 (1) and 5.4 and shall conform to the requirements
specified in Table 1.

Table 1
. Tensile load Elongation after
Elongation % kgf /fem {N /em} () ageing %
600 min. 0.6 {5.9} min. 540 min.

Note (}) 1 kgf/em = 9.8 N/cm

2.2.2 Appearance After Retaining Elongation The appearance after
retaining elongation shall be tested in accordance with the test method of
5.3 (2) and shall be free from abnormalities.

Applicable Standards and Corresponding International Standards: See page 7.
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