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Foreword

This translation has been made based on the original Japanese Indus-
trial Standard established by the Minister of Economy, Trade and In-
dustry, through deliberations at the Japanese Industrial Standards
Committee in accordance with the Industrial Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may
conflict with a patent right, application for a patent after opening to the
public, utility model right or application for registration of utility model
after opening to the public which have technical properties. The relevant
Minister and the Japanese Industrial Standards Committee are not re-
sponsible for identifying the patent right, application for a patent after
opening to the public, utility model right or application for registration of
utility model after opening to the public which have the said technical
properties.

JIT T 9241 consists of the following 5 parts under the general title “Hoists
for the transfer of persons with disabilities”:

Part 1 Classification and general requirement
Part 2 - Mobile hoist

Part 3 : Stationary hoists

Part 4 Rail guide hoists

Part 5 Sling Sheets
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JAPANESE INDUSTRIAL STANDARD JIS T 9241-5 : 2008

Hoists for the transfer of persons with disabilities—
Part 5: Sling sheets

Introduction

This Japanese Industrial Standard has been prepared based on the first edition of
ISO 10535 published in 1998 dividing into parts by classification of products and with
some modifications of the technical contents, reflecting domestic situation.

The portions with continuous sidelines or dotted underlines are the matters not
stated in the corresponding International Standard. A list of the modifications with the
explanations is shown in Annex JA.

1 Scope
This Standard specifies sling sheets for the hoists used for the persons unable to eas-
ily transfer or move on their own.

NOTE : The International Standard corresponding to this Standard is as follows.

ISO 10535:1998 Hoists for the transter of disabled persons—Requirements
and test methods (MOD)

In addition, symbols, which denote the degree of correspondence in the
contents between the relevant International Standard and JIS, are IDT
(identical), MOD (modified), and NEQ (not equivalent) according to
ISO/TEC Guide 21.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS L. 0844 Test methods for colour fastness to washing and laundering
JIS L 1091 Zesting methods for flammability of textiles

JIS T 9241-1  Hoists for the transter of persons with disabilities—Part 1° Classification
and general requirement

JIS Z 8703 Standard atmospheric conditions for testing

3 Terms and definitions

following apply.
3.1 sling

the body-support unit manufactured from such soft cloth that fits the body and to be
attached to the lifting device of the hoist (see figure 1 and figure 2)
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3.3 body-support unit

the part of the hoist that supports the person being lifted, moved or transferred (e.g.
sling, seat, stretcher, etc.) along with its associated attachment construction

3.4 lifted person
the person who is transferred by the hoist

3.5 maximum load

3.6 attendant
the person who operates the hoist to transfer and move the lifted person
3.7 spreader bar

a rigid construction with more than one connection point, onto which the body support
unit is attached

a) Example of belt b) Example of sheet type sling ¢) Example of sheet type
type sling (without head support) sling (with head support)

Figure 1 Examples of sling
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