JIS

JAPANESE
INDUSTRIAL
STANDARD

Translated and Published by
Japanese Standards Association

JIS T 9269 »

Assistive products —Bed table

ICS 11.180.01
Reference number : JIS T 9269: 2013 (E)

Documents

Document Sharing Hub
PROTECTED BY COPYRIGHT 95

Prowd dby IHS Licensee=Hong Kong Polytechnic University/9976803100
networking permitted without license from IHS Not for Resale, 07/25/2014 02:55:08 MDT

FuII olocument details: JIST 9269 2013


http://avadocuments2026.com/doc/jis-t-9269-2013
http://avadocuments2026.com/doc/jis-t-9269-2013

T 9269 : 2013

Date of Establishment: 2013-03-21
Date of Public Notice in Official Gazette: 2013-03-21
Investigated by: Japanese Industrial Standards Committee
Standards Board
Technical Committee on Support for Aged

and Handicapped Persons

JIS T 9269 : 2013, First English edition published in 2013-11

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2013
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized
in any form or by any means, electronic or mechanical, including photocopying and microfilm, without

permission in writing from the publisher.

Printed in Japan MT
Documents

Document Sharing Hub
PROTECTED PY COPYRIGHT

Licensee=Hong Kong Polytechnic University/9976803100

Provided by IHS
Not for Resale, 07/25/2014 02:55:08 MDT

No reproduction or networking permitted without license from IHS

Full document details: JIS T 9269 2013


http://avadocuments2026.com/doc/jis-t-9269-2013
http://avadocuments2026.com/doc/jis-t-9269-2013

T 9269 : 2013

Contents
Page
1 S TeT0) 0= 1
2 NOTIATIVE 1O O EIICES. . ivu it et e e e e et ereaae e 1
3 Terms and defINITIONS . ...ciiuiiiiiii et ee e e et e e et e e et eeataeaes 1
4 f 7 1= TP 1
5 General reqUITEMEINTS . ..ottt e e e e et e et e e e et eeeai s 2
5.1 Risk management-based design ...........ccccccciiiiiiiiiiiii 2
B.2  APPCATANCE «.eevn ittt e e e aaas 2
LT T 70 0 1=1 1 0 (1 1o ) o KU PSR 3
6 Pl OrmMANICE. . cciveniiiiii e 3
6.1  Performance of bed installation type......cccceeoiiiiiiiiiiiiiii i, 3
6.2  Performance of floor Installation tYPe ..uvvevereriereieiirineiiiiieiiineeerineeereeeerrenereineeennns 3
7 KT A eToy s o N v o) o L SO U 3
7.1  Specimens and test atMOSPRETe .........coeviiiiiiiieiiiiiiie e 3
S A o V- =Y R 4
8 Test MELNOAS .uuuniiiiiiiie e e et e e et e e e e e e e aaaaees 4
8.1  Test method of bed installation typPe.......cooeeeiiiiiieiiiiiiiie e, 4
8.2  Test method of floor installation tYPe ....cccovviiiiiiiiiiiiiiiii e, 6
9 i TS v T O T PR P TP 9
10 IMATKIIIE oottt et e et e e e e et e et eaaanas 10
11 Operation MANUAL.........coviiiiei e e e 10
Annex A (informative) Items to be considered in design ........cccvvevvvvveveeiviineeeeeernnn. 11
@) Documents

Document Sharing Hub
PROTECTED BY COPYRIGHT

Provided by IHS Licensee=Hong Kong Polytechnic University/9976803100
No reproduction or networking permitted without license from IHS Not for Resale, 07/25/2014 02:55:08 MDT

Full document details: JIS T 9269 2013


http://avadocuments2026.com/doc/jis-t-9269-2013
http://avadocuments2026.com/doc/jis-t-9269-2013

T 9269 : 2013
Foreword

This translation has been made based on the original Japanese Indus-
trial Standard established by the Minister of Economy, Trade and In-
dustry, through deliberations at the Japanese Industrial Standards
Committee in accordance with the Industrial Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with patent rights, applications for a patent after opening
to the public or utility model rights. The relevant Minister and the
Japanese Industrial Standards Committee are not responsible for iden-
tifying any of such patent rights, applications for a patent after opening
to the public or utility model rights.
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JAPANESE INDUSTRIAL STANDARD JIS T 9269 : 2013

Assistive products—Bed table

1 Scope

This Japanese Industrial Standard specifies the table that is placed and used on
hospital beds or care beds, and at the end seating position ¥ (hereafter referred to as
“bed table”). However, this Standard excludes the table that is placed and used
directrly on the bed mattress.

Note ¥ The end seating position means the position where a user is seated at the
end of bed with both legs going down. It is also called the end sitting po-
sition.

2 Normative references

The following standards contain provisions that, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS K 6253-3 Rubber, vulcanized or thermoplastic—Determination of hardness—
Part 3° Durometer method

JIS T 0102 Glossary of terms used in assistive products for persons with disabilities

3 Terms and definitions

For the purpose of this Standard, the terms and definitions given in JIS T 0102 and
the following apply.

3.1 bed installation type

one type of bed tables to be placed and used on the slide rail attached to the main part
of a bed

3.2 floor installation type
one type of bed tables to be used without being attached to the main part of a bed
3.3 deck

component member to be used as the main working surface and the auxiliary working
surface of a table

4 Types

The types of bed tables shall be as follows (see figure 1).
a) Bed installation type
b) Floor installation type
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a) Example of bed installation type b) Example of floor installation type
Figure 1 Types of bed tables

5 General requirements
5.1 Risk management-based design

The risk management-based design shall be performed about the followin items. Its
procedures and results shall be documented and saved by the manufacturer or vendor.
The matters illustrated as the related factors in Annex A should be considered in de-
sign.

a) A risk of a neck, a hand and a toe being trapped in the gap that is formed when a
' bed table is combined with a bed.

b) A risk of tangle of clothes, etc.
¢) Arisk of a finger being trapped when the height and the deck angle are adjusted

d) A risk of a table moving due to a loosened lock when a caster is provided with a
lock.

e) A risk of a table falling down unexpectedly when a height adjusting mechanism is
loosened

5.2 Appearance
The appearance shall be as follows.

a) The bed table shall be well-finished and free from any defects, such as cracks, dis-
tortion and disjointed parts that affect functions adversely.

b) The tips of external bolts/nuts and any portions that may touch a human body
shall be free from protrusion, sharp edge, burr, etc. that may cause injury in case of
touching.
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