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JAPANESE INDUSTRIAL STANDARD JIS

- Magnetic Tape Reel for Information Interchange X 6102-1987

1. Scope

This Japanese Industrial Standard specifies the magnetic tape reel for
information interchange, hereinafter referred to as the "reel" around which
the magnetic tape defined in JIS 6101, hereinafter referred to as the "tape"
is to be wound.

2.  Definitions

(1) front surface and rear surface of reel The front surface is a
surface which can be seen from the outside when a reel is
mounted on the magnetic tape driving device. The rear surface
is a surface which faces the panel side of the device.

In addition, the rear surface has a groove on which to 1nsta11
the write~ enable rmg

(2) write-enable ring A ring to be installed on- the reel at the time
of activating the information recording circuit to the tape.

(3) reference plane of reel = A plane on the rear surface of reel
that contains the ring-shaped plane (U in the Fig. 1) held
between the inside penetrating cylindrical surface of the hub (A4
in Fig. 1) and the inside plane of the write-enable ring
installation groove (D in Fig. 1). -

(4) ﬂang‘é Two sheets of circular panel installed parallel to the
reference plane to both ends of hub.

VApplicable' Standards:

JIS B 0621-Definitions and Designétions of Geometrical Dviations

JIS B 7507-Vernier Callipers

JIS X 6101-Magnetic Tape for Information Interchangé

Reference Standards:

ISO 1864 Information processing-Unrecorded 12.7 mm (0.5 in) wide
magnetic tape for information interchange-32 ftpmm (800.
ftpi) NRZ 1, 126 ftpmm (3200 ftpi) phase encoded and 356
ftpmm (9042 ftpi) NRZ1

ISO 8064 Information processing-Reels for 12.7 mm (0.5 in) wide
magnetic tapes-Sizes 16, 18 and 22
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