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‘ JAPANESE INDUSTRIAL STANDARD JIS
Unpunched Paper Tape for Infbrmation Interchange X 6191-1976
(Reaffirmed in 1987)
1. Scope
« This Japanese Industrial Standard specifies unpunched paper tape for informa-
tion interchange (hereafter, referred to as paper tape) used as a memory inter-
change medium for information in digital computers, data communication equipment,
and information processing systems based on these.
Remarks: The units and numerical values shown in { } in this standard
are in accordance with the International System of Units (SI)

and are appended for informative reference.

2. Classification and Symbols

Paper tape shall be classified on the basis of the color, paper width, direction-
. al indicator marks, and internal diameter of the core, and the classification and
symbols shall be as shown in Table 1.
Table 1
Item , Class Symbol Item Class Symbol
White W Gray GR
Color
Pink P Black BL
Orange 0 Paper width 25.4 8
(mm)
Color Brown BR 22.3 6
Yellow Y Directional Yes A
indicator
I Green G marks used * No N
Blue B Internal 60 60
diameter of
Violet Y the core (mm) | 50.8 50

Note * : A is an abbreviation for the arrow of directional indicator marks.

N (nothing) indicates that there are no directional indicator marks.

. Applicable Standards and Reference Standards: See page 11.
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3. Materials and Processing Method

Paper tape shall be manufactured from the bleached vegetable fibers of good
quality, and shall be free from defects such as joint lines, folds, wild formations,
flaws, holes, stains, scuffings, dirt, grits, transparent spots, etc. which disturb

the perforation on readability.

It shall have adequate printability, be treated

so as to be antistatic, be uniformly penetrated with mineral oil complying with
the specifications of Table 2, and be easily and completely perforated.

Table 2
Item Kinetic viscosity c¢St{mm?/s} Total Corrosion
Reaction acid value test (100°C
Product (30°C) (50°C) 3 h)
Mineral oil Neutral 16 to 32 8 min. 0.15 max. 1 max.
4, Dimensions and Structure ’

4,1 Dimensions and Structure A roll of paper tape shall be given as a core
as specified in Table 3, to which is attached the beginning of the paper tape roll,
with a width as specified in Table 4, a uniform hardness so as to be finished to
the external diameter specified in Table 5, and an end to the roll attached by
seal.

The surface of a roll must be flat and smooth, free from dirt or damaged
areas, not damaged in ordinary handling, and the roll must unravel smoothly.

‘ The adhesive strength of the beginning of the roll must be 150 to 1000 gf
{approx. 1.5 to 9.8 N}.

Table 3

Unit: mm
Core
Paper width
Internal diameter Thickness Width
+ 2 5 22.3
60 0
22.3
50.8 * 2 5 22.3
0
+ 2
5 25.4
60 0
25.4
50.8 * g 5 25.4
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Table 4
Unit: mm
Paper width
22.3 = 0.08
25.4 = 0.08
Table 5
Unit: mm
External diameter of one roll
Paper width
Dimensions
+ 2
. 22.3 200 0
25.4 200 * g

4.2 End Mark Dye paper tape rolled on core in red from a location within
1 m from the beginning of the roll for a length of approx. 1.5 m. Dye black
paper tape in white, and orange paper tape in violet.

The coloring agent must be nonadhesive, nonabrasive, and nontoxic.
4.3 Directional Indicator Marks Where indication of the forward direction

of the paper tape is required, print directional indicator marks in red on the outer
surface of the paper tape. For black paper tape, print in white.

Make the marks as shown in Fig. 1, with an interval between arrows of
127 mm.

‘ ' vie 1 Unit: mm

127

5. Quality

The quality of paper tape shall comply with the specifications of Table 6
and Table 7.
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