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UDC 621,798:620.165.79
. JAPANESE INDUSTRIAL STANDARD J IS
Method of Compression Test for Z 0212-1987
Packaged Freights and Containers '
1, Scope
This Japanese Industrial Standard specifies the method of compression test for
packaged freights and containers made of metal, wood, corrugated fibreboard,
cardboard, plastics, etc. or of combination of these.

Remarks 1., This method Is sultable to the compression test when the
packaged freights and containers have been made the lower layer
in the course of physical distribution,

2. In this standard the units and numerical values shown in { } are
conventional units and are the specified value in this standard.
. 2. Conditioning

Prior to the test, the specimen shall be subjected to conditioning according

to JIS Z 0203. In this case the temperature and humidity conditions of

conditioning shall be decided according to the purpose of test.

Purther, as required, water immersion, water spray, etc. shall be applied.

Applicable Standards:
JIS B 7733-Compression Testing Machines
. JIS P 8127-Testing Method for Moisture in Papers and Paperboards

JIS Z 0201-Method of Designating Component Parts and Points
of Containers for Test

JIS Z 0203-Conditioning of Packaged Freights for Testing

JIS Z 2102-Method of Measuring Average Width of Annual Rings,
Moisture Content and Specific Gravity of Wood

Corresponding International Standard:

ISO 2872 Packaging-Complete, filled transport packages-
Compression test

Reference Standard:

ISO 2874 Packaging-Complete, filled transport packages-Stacking test using
. Compression tester
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